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NC DEPT. OF INSURANCE
2012 APPENDIX B BUILDING CODE SUMMARY

NC

Name Of Project:

Address:

Proposed Use:

Owner Or Authorized Agent:

Owned By:
Code Enforcement Jurisdiction:

CASWELL COUNTY REST AREA
US 29 PELHAM, NC
RESTROOM BUILDING

Weeks Turner Arch
Raleigh, NC

[ ] City/County

[ ] City

itecture

[ ]Private
[ ]1County

Phone: (919) 779-9797

E-mail ganderson@weeksturner.com

[ X] State
[ X] State

LEAD DESIGN PROFESSIONAL.:

WEEKS TURNER ARCHITECTURE, PA

DESIGNER FIRM NAME LIC. # TELEPHONE E-MAIL
Architectural: Weeks Turner Architecture Ginger S. Anderson 11075 (919) 779-9797 ganderson@weeksturner.com
Civil
Electrical: Burke Design Group Benjamin E. Burke 22038 (919) 771-1916 benburke@nc.rr.com
Fire Alarm:
Plumbing: Burke Design Group Benjamin E. Burke 22038 (919) 771-1916 benburke@nc.rr.com
Mechanical: Burke Design Group Benjamin E. Burke 22038 (919) 771-1916 benburke@nc.rr.com
Sprinkler - Standpipe: --- --- ---
Structural:
Retaining Walls > 5' High --- --- ---
Other:
2012 EDITION OF NC CODE FOR:[ ]New Construction [ ] Addition [ ] Upfit
EXISTING: [ ] Reconstruction [ X ] Alteration [ 1Repair
CONSTRUCTED ORIGINAL USE RESTROOMS
RENOVATED CURRENT USE RESTROOMS PROPOSED USE RESTROOMS
BUILDING DATA
CONSTRUCTION TYPE: [TI-A [ TH0-A [ TH-A [1IV []1V-A
[11-B [10-B [ 1M-B [X]Vv-B
MIXED CONSTRUCTION: [XINO []YES TYPES:
SPRINKLERS: [XINO [ ] PARTIAL []YES [ ]INFPA13 [ INFPA 13R [ INFPA 13D
STANDPIPES: [XINO []YES CLASS [ 1] [1n [1m [ IWET [ ]1DRY
FIRE DISTRICT: [XINO [ ]YES FLOOD HAZARD AREA: [X]INO [ 1YES
BUILDING HEIGHT: 22 FEET NUMBER OF STORIES: 1
MEZZANINE: [XINO [ ]YES
GROSS BUILDING AREA EXISTING (SF) PORCH (SF) TOTAL NEW
3RD FLOOR
2ND FLOOR
MEZZANINE
1ST FLOOR 3,599 htd. 1,338 4,937 0
BASEMENT
TOTAL 3,599 htd. 1,338 4,937 0 SF
ALLOWABLE AREA:
PRIMARY OCCUPANCY:
] ASSEMBLY [JA-1 [TA2 [1A3 [ ]A4 [ ]AS5
X]BUSINESS
EDUCATIONAL
FACTORY-INDUSTRIAL F-1 Moderate [ 1F-2 Low
HIGH-HAZARD H-1 Detonate [ ]H-2 Deflagrate [ ]H-3 Combust [ ]H-4 Health [ ]H-5 HPM
INSTITUTIONAL -1 [11k2 []I-3 -
-3 CONDITION [11 []2 []138 [14 [15
MERCANTILE
RESIDENTIAL R-1 []R2[]R3[]R-4
STORAGE S-1 Moderate ]S-2 Low [ 1HIGH-PILED
UTILITY AND MISC PARKING GARAGE [ | OPEN [ ]ENCLOSED [ ]REPAIR
SECONDARY OCCUPANCY: STORAGE (S-1)
SPECIAL OCCUPANCY: 402 [ ]403 [ 1404 [ 1405 [ ]406 [ 1407 [ 1408 [ ]409 [ 410 [ ]411
412 [ ]413 [ 1414 [ 1415 []416 [ ]417 [ 1418 [ ]419 [ 420 [ ] 421
SPECIAL PROVISIONS: [ 1508.2 []508.3 []5084 []5085 []5086 []508.7 []1508.8

MIXED OCCUPANCY:

[ INO [X]YES

[ 1Incidental Use Separation (508.2)
This separtation is not exempt as a Non-Separated Use (see exceptions)

[ X] Non-separated Mixed Occupancy (508.3.2)
The Required Type Of Construction For The Building Shall Be Determined By Applying The Height And Area
Limitations For Each Of The Applicable Occupancies To The Entire Building. The Most Restrictive Type Of
Construction, So Determined, Shall Apply To The Entire Building

SEPARATION: --- HR. EXCEPTION: ---

[ ] Separated Mixed Occupancy (508.3.3) - See Below For Area Calc.
For Each Story, The Area Of The Occupancy Shall Be Such That The Sum Of The Ratios Of The Actual Floor Area
Of Each Use Divided By The Allowable Floor Area For Each Use Shall Not Exceed 1.

ACTUAL AREA OF OCCUPANCY A + ACTUAL AREA OF OCCUPANCY B < 1
ALLOWABLE AREA OF OCCUPANCY A ALLOWABLE AREA OF OCCUPANCY B
+ + e < 1.00
(A) (B) (C) (D) (E) (F)
STORY DESCR'N BLDG AREA TABLE 5035 AREA FOR AREAFOR ALLOWABLE MAXIMUM
NO. AND USE PER STORY AREA OPEN SPACE  SPRINKLER AREA OR BUILDING
(ACTUAL) INCREASE INCREASE > UNLIMITED s AREA 4
1 BUSINESS 4,937 sf 9,000 6,750 15,750 31,500
1 STORAGE 258 (less than 10%) 9,000 6.750 15,750 15,750
1. Open Space Area Increases From Section 506.2 Are Competed Thus:
A. Perimeter Which Fronts A Public Way Or Open Space Having 20 Ft Min. Width = 198 (F).
B. Total Building Perimeter = 198 (P).
C. Ratio (F/P) =1 (F/P).
D. W= Minimum Width Of Public Way =30 (W).
E. Percent Of Frontage Increase IF =100 [ F/P - 0.25] XW/30 = 75 (%).
2. The Sprinkler Increase Per Section 506.3 Is As Follows:
A. Multi-story Building Is =200 %
B. Single Story Building 1S = 300%
3. Unlimited Area Applicable Under Conditions Of Sections Group B, F, M, S, A-4 (507);
Group A Motion Picture (507.9); Malls (402.6); And H-2 Aircraft Paint Hangers (507.7)
4. Max. Building Area = Total No. Of Stories In The Building X E But Not Greater Than 3 X E. (506.4)
5. The Maximum Area Of Parking Garages Must Comply With 406.3.5. The Maximum Area Of Air
Traffic Control Towers Must Comply With 412.1.2.
ALLOWABLE HEIGHT
TYPE OF CONSTRUCTION: TYPE VB
ALLOWABLE INCREASE SHOWN CODE
(TABLE 503) FOR SPRINKLERS ON PLANS REFERENCE
BUILDING HEIGHT IN FEET 40 (FT) --- (H +20') 22 (FT)
BUILDING HEIGHT IN STORIES 1 (STORIES) --- (STORIES + 1) 1 (STORIES)

FIRE PROTECTION REQUIREMENTS

BUILDING ELEMENT

STRUCTURAL FRAME,
INCLUDING COLUMNS
GIRDERS, TRUSSES
BEARING WALLS
EXTERIOR

NORTH
EAST
WEST
SOUTH

INTERIOR
NONBEARING WALLS
AND PARTITIONS

EXTERIOR

NORTH
EAST
WEST
SOUTH

MORE THAN 30!
MORE THAN 30!
MORE THAN 30'
MORE THAN 30"

INTERIOR WALL & PARTITIONS
FLOOR CONSTRUCTION
INCLUDING SUPPORTING
BEAMS AND JOISTS
ROOF CONSTRUCTION
INCLUDING SUPPORTING
BEAMS AND JOISTS
SHAFTS ENCLOSURES-EXIT
SHAFTS ENCLOSURES-OTHER
CORRIDOR SEPARATION
OCCUPANCY SEPARATION
PARTY/FIRE WALL SEPARATION

SMOKE BARRIER SEPARATION

TENANT SEPARATION
INCIDENTAL USE SEPARATION

*INDICATE SECTION NO. PERMITTING REDUCTION

FIRE
SEP'N
DIST.

(FT)

LIFE SAFETY PLAN SHEET # (IF PROVIDED)

RATING RATING
REQD PROVD
W/ -

DETAIL# DES.# DES.#
AND FOR FOR
SHEET # RATED RATED

(
REDUCTION) ASS'Y PENET'N

DES. #
FOR

RATED
JOINTS

LIFE SAFETY SYSTEM REQUIREMENTS

EMERGENCY LIGHTING:
EXIT SIGNS:
FIRE ALARM:

[X]YES [ ]NO
[X]YES [ ]NO  PANIC HARDWA
[ 1YES [X]NO

SMOKE DETECTION SYSTEMS: [ ]YES [X]N

o}
RE: [ ]YES [X]NO

LIFE SAFETY PLAN REQUIREMENTS
Life Safety Plan Sheet #: A0.2

,_,,_,,_,,_,,_,
—_— e

[X]
[X]
[X]
[]

[X]
[X]
[X]
[]

,_,,_,,_,,_,,_,,_,,_,,_,
[ Dy S S T S (S | S—

Fire and/or smoke rated wall locations (Chapter 7)
Assumed and real property line locations

Exterior wall opening area with respect to distance to assumed property lines (705.8)
Existing structures within 30 feet of the proposed building
Occupancy types for each area as it relates to occupant load calculation (Table 1004.1.1)
Occupant loads for each area
Exit access travel distances (1016)
Common path of travel distances (1014.3 & 1028.8)
Dead end lengths (1018.4)
Clear exit widths for each exit door
Maximum calculated occupant load capacity each exit door can accommodate based on egress width (1005.1)
Actual occupant load for each exit door
A separate schematic plan indicating where fire rated floor/ceiling and/or roof structure is provided for purposes

of occupancyseparation

Location of doors with panic hardware (1008.1.10)
Location of doors with delayed egress locks and the amount of delay (1008.1.9.7)
Location of doors with electromagnetic egress locks (1008.1.9.8)

Location of doors equipped with hold-open devices
Location of emergency escape windows (1029)

The square footage of each fire area (902)

The square footage of each smoke compartment (407.4)
Note any code exceptions or table notes that may have been utilized regarding the items above

DESIGN LOADS:

BUILDING OCCUPANCY CATEGORY

ROOF DEAD LOAD

ROOF LIVE LOAD

CEILING DEAD LOAD
CEILING LIVE LOAD

FLOOR LIVE LOAD (Uniform)
FLOOR LIVE LOAD (Concentrated)

SNOW LOAD DATA:
GROUND SNOW LOAD
SNOW EXPOSURE FACTOR

SNOW LOAD IMPORTANCE FACTOR

THERMAL FACTOR

FLAT ROOF SNOW LOAD
ROOF SLOPE FACTOR
PITCHED ROOF SNOW LOAD

WIND LOAD DATA:
DESIGN WIND SPEED (ASCE 7-05)
WIND IMPORTANCE FACTOR
WIND EXPOSURE

INTERNAL PRESSURE COEFFICIENTS

NBL BUILDING:

WIND BASE SHEAR (x-x DIRECTION)
WIND BASE SHEAR (y-y DIRECTION)

CORNER ZONE BOUNDARY DIST. "a" FOR C/C WIND

EXISTING TO REMAIN - NO CHANGES TO STRUCTURE

- PSF

- PSF

--- PSF

- PSF

100PSF
2000 LBS

- PSF

- PSF

PLUMBING FIXTURE REQUIREMENT
4,937 SF/100 = 50 PEOPLE

USE: BUSINESS

ETS

LAVATORIES

FAMILY  DRINKING FOUNTAINS

MALE FEMALE URINALS MALE FEMALE RESTROOM REGULAR ACCESSIBLE

WATERCLOS
REQUIRED 1 1
PROVIDED 4 10

4

1 1
4 4

1 1 1

ACCESSIBLE PARKING EXISTING PARKING TO REMAIN - see DOT site plan
# OF ACCESSIBLE SPACES PROVIDED  TOTAL #

LOT OR
PARKING AREA

TOTAL

TOTAL # OF SPACES
REQ'D PROVIDED

REG. WITH5' VAN

SPACES WITH ACCESSIBLE

ACCESS AISLE  8' ACCESS AISLE PROVIDED

CASWELL COUNTY

REST AREA

US 29
PELHAM, NC

WEEKS
TURNER
ARCHITECTURE

Dan e
700
PEL}-IAM
; VICINTY MAP

SCALE: NTS

GENERAL NOTES
I: FOR THIS PROJECT:
A) THE ARCHITECTS SCOPE OF WORK DOES INCLUDE CONSTRUCTION OBSERVATION.

THE CONTRACTOR IS IN CHARGE OF THE WORK AND COMPLIANCE WITH THESE
CONSTRUCTION DOCUMENTS IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR. THE
ARCHITECT WILL BEAR NO RESPONSIBILITY FOR FAILURE OF THE CONTRACTOR TO FULLY
COMPLY WITH ALL CONSTRUCTION DOCUMENTS.

USE OF THESE CONTRACT DOCUMENTS WILL CONSTITUTE AGREEMENT BY THE
CONTRACTOR TO THESE CONDITIONS.

B) "THE GENERAL CONDITIONS OF THE CONTRACT FOR THE CONSTRUCTION OF THE
BUILDINGS" OF THE AMERICAN INSTITUTE OF ARCHITECTS DOCUMENT A-201, LATEST
EDITION, ARE HEREBY MADE PART OF THE CONTRACT DOCUMENTS. IN THE EVENT OF A
CONFLICT, THESE GENERAL NOTES AND CONTRACT SUPERSEDE "AIA DOCUMENT A-201".

Il: ALL WORK UNDER THIS CONTRACT SHALL:

A) CONFORM TO STATE, LOCAL AND NATIONAL CODES AND ORDINANCES AS ARE
APPLICABLE TO THE WORK INCLUDING BUT NOT LIMITED TO THE NORTH CAROLINA STATE
BUILDING CODE, THE AMERICANS WITH DISABILITIES ACT (ADA), NATIONAL ELECTRIC
CODES, ASTM SPECIFICATIONS, AND OSHA SAFETY REGULATIONS.

B) COMPLY WITH ALL LAWS, ORDINANCES, CODES, RULES AND REGULATIONS PERTAINING
TO ENVIRONMENTAL PROTECTION (EPA). THE COST OF ALL REQUIRED INSPECTIONS AND
PERMITS SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

lll: UNLESS OTHERWISE DIRECTED BY THE ARCHITECT,
THE CONTRACTOR SHALL:

A) SUPPLY AND PAY FOR ALL LABOR, TRANSPORTATION, MATERIALS, TOOLS, APPARATUS,
LIGHTS, POWER, HEAT, SANITARY FACILITIES, WATER, SCAFFOLDING, AND INCIDENTALS
NECESSARY FOR THE COMPLETION OF HIS WORK.

B) INSTALL, MAINTAIN AND REMOVE ALL EQUIPMENT, OTHER UTENSILS OR THINGS USED
FOR THE CONSTRUCTION PRIOR TO TURNING OVER THE PROJECT., IF SUCH ITEMS ARE
LEFT AFTER COMPLETION OF THE PROJECT, THEY SHALL BECOME PROPERTY OF THE
OWNER. THE OWNER MAY PROMPTLY DISPOSE OF SUCH ITEMS, AND WILL NOT BE SUBJECT
TO CLAIMS OF THE CONTRACTOR RESULTING FROM SUCH DISPOSITION.

C) CONSTRUCT IN THE BEST AND PROFESSIONAL MANNER, A COMPLETE JOB AND
EVERYTHING INCIDENTAL THERETO, AS SHOWN OR REASONABLY IMPLIED FROM THE
PLANS, ALL WORK SHALL BE COMPLETED IN ACCORDANCE WITH THE CONTRACT
DOCUMENTS.

D) VERIFY ALL DIMENSIONS AND CONDITIONS PRIOR TO PROCEEDING WITH THE WORK AND
NOTIFY THE ARCHITECT IN WRITING OF ANY DISCREPANCIES DISCOVERED OR LACK OF
REQUIRED INFORMATION TO REQUEST CLARIFICATION. IF THE CONTRACTOR OBSERVES
THE CONTRACT DOCUMENTS TO BE CONTRARY TO GOVERNING LAWS, ORDINANCES,
CODES, RULES AND REGULATIONS OR OTHERWISE QUESTIONABLE CONDITIONS, HE SHALL
PROMPTLY NOTIFY THE ARCHITECT IN WRITING FOR INSTRUCTIONS PRIOR TO PROCEEDING
WITH THE WORK.

E) KEEP THE BUILDING AND SURROUNDING AREA REASONABLY FREE FROM RUBBISH AT ALL
TIMES. AT A MINIMUM, DEBRIS SHALL BE REMOVED FROM THE SITE ON A WEEKLY BASIS OR
AS DIRECTED BY PROJECT EXPEDITOR.

F) LOCATE ALL EXISTING UTILITIES. THE CONTRACTOR MAY NOT INTERFERE WITH
ADJACENT UTILITIES UNLESS PRIOR NOTICE AND PERMISSION IS RECEIVED FROM THOSE
WHO MAY AS A RESULT OF THIS INTERFERENCE BE AFFECTED.

G) PRIOR TO ANY WORK, CALL "NC ONE CALL CENTER" @ 800-632-4949 AND OTHER
LOCATING SERVICES AS TO CONFIRM LOCATION OF UTILITIES.

H) PRIOR TO FINAL INSPECTION AND ACCEPTANCE OF THE BUILDING, EACH CONTRACTOR
SHALL CLEAN HIS PORTION OF THE WORK, INCLUDING GLASS, HARDWARE FIXTURES,
MASONRY, TILE AND MARBLE (USING NO ACID), CLEAN AND WAX ALL FLOORS AS SPECIFIED,
AND COMPLETELY PREPARE THE BUILDING FOR USE BY THE OWNER.

1) FILE WITH THE OWNER CURRENT INSURANCE CERTIFICATIONS IN THE AMOUNTS
REQUESTED BY THE OWNER FOR BUILDER'S RISK, WORKMEN'S COMPENSATION,
COMPREHENSIVE GENERAL LIABILITY, BODILY INJURY AND PROPERTY DAMAGE. THIS
INSURANCE SHALL INDEMNIFY THE OWNER AND THE ARCHITECT OF ANY AND ALL COSTS,
CLAIMS, SUITS AND JUDGEMENTS FOR PROPERTY DAMAGE AND PERSONAL INJURY
(INCLUDING GENERAL) ARISING OUT OF THE CONTRACTOR'S ACTIONS.

J) PROVIDE ALL NECESSARY SAFETY MEASURES FOR THE PROTECTION OF ALL PERSONS
OF THE WORK, INCLUDING THE REQUIREMENTS OF THE A.G.C. ACCIDENT PREVENTION
MANUAL IN CONSTRUCTION AS AMENDED, AND SHALL FULLY COMPLY WITH ALL STATE
LAWS OR REGULATIONS AND NORTH CAROLINA STATE BUILDING CODE REQUIREMENTS TO
PREVENT ACCIDENT OR INJURY TO PERSONS ON OR ABOUT THE LOCATION OF THE WORK.

K) CLEARLY MARK OR POST SIGNS WARNING OF HAZARDS EXISTING, AND BARRICADE
EXCAVATIONS, ELEVATOR SHAFTS, STAIRWELLS AND SIMILAR HAZARDS. PROTECT
AGAINST DAMAGE OR INJURY RESULTING FROM FALLING MATERIALS AND MAINTAIN ALL
PROTECTIVE DEVICES AND SIGNS THROUGHOUT THE PROGRESS OF THE WORK

DRAWING INDEX

AO0.1 COVER SHEET

A0.2 LIFE SAFETY PLAN

A0.3 SITE PLAN

SDO1 SITE DEVELOPMENT PLAN

SDo02 SITE LAYOUT DETAILS

SDO03 SITE PAVEMENT DETAILS

Al EXIST. FLOOR PLAN-DEMO

A1.2 REV. FLOOR PLAN

A1.3 RCP & ROOF PLAN

Al14 FINISH PLAN

A1.5 INT. ELEVATIONS & DETAILS

A2.1 ELEVATIONS

A2.2 ELEVATIONS

A3 SECTIONS

A4 SCHEDULES & DETAILS

A5 DETAILS

P1 PLUMBING SPECIFICATIONS

P2 EXISTING DEMO PLUMBING PLAN

P3 DWYV PLAN

P4 SUPPLY PLAN

P5 RISERS

M1 HVAC SCHUDULES

M2 EXISTING DEMO HVAC PLAN

M3 REV. HVAC PLAN

E1 ELECTRICAL LEGENDS/DETAILS

E2 EXISTING LIGHTING PLAN

E3 REVISED LIGHTING PLAN

E4 EXISTING POWER PLAN

E5 REVISED POWER PLAN

E6 VENDING AREA/ATTIC ACCESS

E7 PANEL SCHEDULES/SERIVCE RISER

E8 ELECTRICAL DETAILS
ENERGY SUMMARY

ENERGY REQUIREMENTS:

The following data shall be considered minimum and any special attribute required to meet the
energy code shall also be provided. Each Designer shall furnish the required portions of the project
information for the plan data sheet. If energy cost budget method, state the annual energy cost

budget vs allowable annual energy cost budget.

THERMAL ENVELOPE

Method of Compliance:

[ ] Prescriptive
[ ] Performance

--- % Glazed Wall Area
[ ] Energy Cost Budget

Roof/ceiling Assembly (each assembly)

Description of assembly
U-Value of total assembly

: in - R-30 batt insulati o

WEEKS TURNER ARCHITECTURE, PA
3305-109 Durham Drive

Raleigh, North Carolina 27603
919.779.9797 fax: 919.779.0826
www.weeksturner.com
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E9D28345662C422...

11/4/2016

STATE ID# 16-16107-01A
WBS ELEMENT 51213.022

R-Value of insulation
Skylights in each assembly

U-Value of skylight
Total square footage of skylights in each assembly

Exterior Walls (each assembly)

Description of assembly
U-Value of total assembly

existing R-19 batt insulation, replace in kind as needed

R-Value of insulation
Openings (windows or doors with glazing)

U-Value of assembly 0.32
Shading coefficient  0.33
Projection factor 0.40
Low-e required, if applicable

Door R-Values

Walls adjacent to unconditioned space (each assembly)

Description of assembly na

U-Value of total assembly

PROJECT TITLE

CASWELL COUNTY
REST AREA

US 29
PELHAM, NORTH CAROLINA

R-Value of insulation
Openings (windows or doors with glazing)

U-Value of assembly
Low-e required, if applicable

Door R-Values

Walls below grade (each assembly)
Description of assembly na

U-Value of total assembly

R-Value of insulation

Floors over unconditioned space (each assembly)
Description of assembly na

U-Value of total assembly

R-Value of insulation

Floors slab on grade (each assembly)
Description of assembly existing to remain

U-Value of total assembly

PROJECT NO.
1504b
DRAWING TITLE
COVER SHEET

| |
SHEET 1 OF 13

A0Q.1

| |
PLOT DATE 11/3/16
REVISION 00/00/08

R-Value of insulation

Horizontal/Vertical requirement
Slab heated

This original sheet is 22" x 34"; other dimensions
indicate it has been altered.

All information on this sheet is the property of
Weeks Turner Architecture and may not be
duplicated in whole or in part without written
authorization from Weeks Turner Architecture. 2008 ©



LEGEND

________ => EGRESS PATH

C.P.T. = COMMON PATH OF TRAVEL

AREAS
1,920 SF EXISTING REST AREA
1,679 SF EXISTING VISITOR CENTER
1,338 SF EXISTING PORCH AREA
4,937 SF TOTAL AREA

EGRESS REQ. & CODE REF.

REST AREA
USE: BUSINESS
1,920 SF/100 = 20 PEOPLE

VISITOR CENTER
USE: BUSINESS
1,679 SF/100 = 17 PEOPLE

20 x 0.2" = 4.0" CLEAR EGRESS WIDTH PER 1005.1
OF NCSBC

SINGLE EXIT PER TABLE 1015.1 (LESS THAN 49
PERSONS) & 1014.3 (LESS THAN 100 FT. EGRESS
TRAVEL) OF NCSBC

DOORS TO HAVE 32" MIN. CLR. PER 404.2.2 OF
ANSI A117.1

THE CLEAR WIDTH OF INTERIOR ACCESSIBLE
ROUTE IS 36" MIN. PER 403.5 OF ANSI A117.1

68" / 0.2= )
340 PERSON 68" /0.2=

MAX.CAPACITY 340 PERSON
CAPAC MAX.CAPACITY

68"

EXIT

68"

68" /0.2=
340 PERSON
MAX.CAPACITY

68"

A
a

* S

MAX. TRAVEL DIST

LIFE SAFETY PLAN

SCALE: 1/8"=1"-0"

E!; 10' 8" 6 4 2 0 10

WEEKS
TURNER
ARCHITECTURE

WEEKS TURNER ARCHITECTURE, PA
3305-109 Durham Drive

Raleigh, North Carolina 27603
919.779.9797 fax: 919.779.0826
www.weeksturner.com

DocuSigned by:
oo

E9D28345662C422...

11/4/2016

STATE ID# 16-16107-01A
WBS ELEMENT 51213.022

PROJECT TITLE

CASWELL COUNTY
REST AREA

US 29
PELHAM, NORTH CAROLINA

PROJECT NO.
1504b
DRAWING TITLE
LIFE SAFETY PLAN
| | | |
SHEET 2 OF 13
‘9
A0.2
| | | |
PLOT DATE 11/3/16
REVISION 00/00/08
| | | |

This original sheet is 22" x 34"; other dimensions
indicate it has been altered.

All information on this sheet is the property of
Weeks Turner Architecture and may not be
duplicated in whole or in part without written
authorization from Weeks Turner Architecture. 2008 ©



VENDING SHELTER

NEW ROOF & PAINT TO

MATCH BLDG. PARTITIONS TO

BE RECONFIGURED PER DETAILS
ON SHEET A5-SEE ALSO
ELECTRICAL DWGS FOR MORE INFO.

PICNIC SHELTER
NEW ROOF & PAINT
TO MATCH BLDG.-TYP.

1 SITE PLAN
SCALE: 1" = 20-0"

EXIST. STORAGE BLDGS.

TO BE PAINTED & NEW
ROOF & GUTTERS TO MATCH
REST AREA BLDG.

EX. WATER
FEATURE

REMOVE EXIST. CONC.
& BRICK PAVERS
REPLACE PER DOT
SITE PLAN

'8

®

'@

X

D)

WEEKS
TURNER
ARCHITECTURE

LEGEND

@\ EXIST. LIGHT

SEE NOTES THIS

jog:] EXIST. STREET LIGHT - 35'

® EXIST. POST TOP LIGHT - 14'

NOTES

L

0 101~ls

,“ i

REMOVE EXIST. CONC.
& BRICK PAVERS
REPLACE PER DOT
SITE PLAN

®

0' 20 40'

NOT ALL SITE LIGHTS INDICATED
ON PLAN. THERE ARE (20) 35'
FIBERGLASS POLES AND (11) 14!
FIBLEGLASS POLES.

ALL LIGHT POLES TO BE SANDED,
CLEANED AND PRIMED BEFORE
APPLYING 2 COATS OF OIL BASED
EXTERIOR GRADE PAINT. PAINT
TO MATCH EXIST. LED FIXTURE.
PROTECT EXIST. LIGHT FIXTURES.

SEE ALSO SITE PLAN BY NCDOT.

||Hfﬂ
]

WEEKS TURNER ARCHITECTURE, PA
3305-109 Durham Drive

Raleigh, North Carolina 27603
919.779.9797 fax: 919.779.0826
www.weeksturner.com
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STATE ID# 16-16107-01A
WBS ELEMENT 51213.022

PROJECT TITLE

CASWELL COUNTY
REST AREA

US 29
PELHAM, NORTH CAROLINA

PROJECT NO.
1504b

DRAWING TITLE

SITE PLAN

SHEET 3 OF 13

AQ..

PLOT DATE 11/2/16
REVISION 00/00/08

This original sheet is 22" x 34"; other dimensions
indicate it has been altered.

All information on this sheet is the property of
Weeks Turner Architecture and may not be
duplicated in whole or in part without written
authorization from Weeks Turner Architecture. 2008 ©



1 1 1 1
ALL MATERIALS SHALL BE NEW AND OF QUANTITY SPECIFIED, EXCEPT
EXIST. BRICK VENEER WALL TO REMAIN WHERE RECLAIMED MATERIAL IS INDICATED FOR USE. WORKMANSHIP SHALL ARC H ITECTU RE
: AT ALL TIMES BE OF A GRADE ACCEPTED AS THE BEST PRACTICE OF THE
PARTICULAR TRADE INVOLVED, AND AS STIPULATED IN WRITTEN
STANDARDS OF RECOGNISED ORGANIZATIONS OR INSTITUTES OF THE
RESPECTIVE TRADES EXCEPT AS EXCEEDED OR QUALIFIED BY THE
SPECIFICATIONS.
EXIST. INTERIOR WALL TO REMAIN
ITEMS RESULTING FROM THE DEMOLITION AND ITEMS WHICH ARE NOT TO BE | ]
RETURNED TO THE OWNER AS NOTED HEREIN, SHALL BE REMOVEDFROM | || , I , I
THE SITE, AS THE WORK PROGRESSES, AND DISPOSED OF IN A LEGAL Miizoooodl Miizoooodl iiiiiioodl) WEEKS TURNER ARCHITECTURE, PA
MANER [ £o22Eooes 3 |5==22222ss 3 pp========: 2 ] 3305-109 Durham Drive
EXIST. 1 HR. RATED WALL o Raleigh, North Carolina 27603
== == ) ) 919.779.9797 fax: 919.779.0826
= THE CONTRACTOR SHALL REVIEW EACH PHASE OF THE WORK PRIOR TO
NOT REQUIRED TO REMAIN RATED PROCEEDING WITH THE WORK AND SHALL NOTIFY THE ARCHITECT IN www.weeksturner.com
WRITING OF ANY DISCREPANCIES IN THE CONTRACT DOCUMENTS THAT WILL
RESULT IN CHANGES TO THE WORK. = ]
. TO BE REMOVED AREA OUTSIDE OF AREA OF WORK TO REMAIN CLEAR AND CLEAN OF N i
DEBRIS, EQUIPMENT ETC. AT ALL TIMES.. i e
Ly iy
T T T I:| e —— .HH D
PR
- o ) N DocuSigned by:
REMOVE EXISTING INT. o iy ,
WALL SHEATHING e @N“ri b
0) HIS ROOM. N E9D28345662C422...
’ i 11/4/2016
REMOVE SHINGLES, N _ _— n / pu
FLASHING , UNDERLAYMENT \ o T [, g |
AND GUTTERS-SEE ALSO . 1 R Y
SHEETA13 \ y " i L i
il 1 5 i Ei \‘..// Ei
\ . b & L . |
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CEDAR CHAIRRAIL PER 8/A5 | PER 8/A5 . :
TO BE STAINED, WRAP TILE AROUND . WRAP TILE AROUND . .
SEALED & FINISH OPENING-SEE 14/A5 | OPENING-SEE 14/A5 | ONMBES NS
MITERED CORNER ! : :
TYP. BOTH SIDES \ \ MITERED CORNER | '
TYP. BOTH SIDES
FAMHLY H@@M > 3"6" L 6"4“ L 3I'6“ | I | I | 3[_0|| L 6[_4" L 3[_0|| 1 1 — — — L 6"4" ﬂ ,_0
\ 1 1 1L i 1 — | || 1 1
[SPLAY . 5 DISPLAY . N iR  DISPLAY . o ulEs N DISPLAY .
,'DBOARD . 4 \ ™ ~ 'BOARD - b i 5 " 'BOARD - ™ b " 'BOARD °
'SEE 5/A6.1" | SEE 5/A6.1 . — | H — > SEE 5/A6.1 \ — H | H o SEE 5/A6.1
[ | | | | | | 5 — | H | i | | — | Hllo = | H N | |
| | | - | | | \ i | | - | = \ \
| — — | o] — — i ] L | i | — I HE | — — —
| | [ ® | | | | ] | | el | | |
| | | | | | | i | | | \ \ \
4 ELEV.-LOBBY 3 ELEV.-LOBBY-LOOKING TOWARD MEN 2 ELEV.-LOBBY 1 ELEV.-LOBBY-LOOKING TOWARD WOMEN

SCALE: 1/4"=1'-0"

SCALE: 1/4"=1'-0"

SCALE: 1/4"=1'-0"

SCALE: 1/4"=1'-0"
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ALL PENETRATIONS

NEW HOOD FOR

NEW ARCH. ALUM.

0

SCALE: 1/4" =1'-0"

TO BE PTD. TO MATCH EXIST. EXHAUST LOUVER
ROOF IN VISITOR CTR.
EXIST. SATELLITE
REMOVE, PROTECT & REPLACE
AS NEEDED TO PERFORM WORK
PROPERLY FLASH
j] AROUND DORMERS
Ef REMOVE EXIST. WOOD SIDING &
— REPLACE WITH FIBER CEMENT SIDING
/ —\
/II \
[ ]
: = : REMOVE EXIST. SHINGLES
(U] REPLACE WITH STANDING
SEAM METAL ROOF
// '\\
4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 // 4 4 4 4 4 4 4 4 4 4 4 4 4 4 R~
4 4 4 4 4 4 4 4 4 4 4 4 4 4 // 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 ’ ‘\
|k
£ L\\H\H\H\H\H\H\H\H\H\H\H\HHHHHHHHHHHH EEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEEE! H\H\HHHHHHIHHHHHH % EEEEEEEINEEESEEEEEEEEEEESEEEEEEESEEESEEEE SN EEESEEEE SN EEESEE S SN S S SN S SN EEESEE NS SN SN SEEEEEEEEEEENEEEEEE NN EEEE TTTTTTTTTITTTTTT \f I\
;fg B 4 N B 75HHHHHHHHHHHHH N
ARNRRRRR A ARRRRR AR RRARRRRRRRESEErrn et e LU LT AT AT A AT A AT AT AT AT AT AT T AT AT AT AT ATIAT [0
-~
2 SCALE: 1/4" = 1-0"
PROPERLY FLASH
AROUND DORMERS
NN NN NN
/ EXIST. BRICK
VENEER TO REMAIN
REMOVE EXIST. SHINGLES
REPLACE WITH STANDING
| SEAM METAL ROOF
- ~
= S REMOVE EXIST. WOOD
1 8 8 8 8 8 8 8 8 8 8 8 8 8 8 8 8 8 8 8 8 8 Ry F /s HERLACE WITH
/|-‘ 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 ’-|E
—1 | | | | e e O s
\J_L HEEEEEEEEEEENEEEEEEEEENEEENEEEEEEEEEEEE HEEEEEEEEEEENEEEEEEEEENEEENEEEEEEEEEEEE HEEEEEEEEEEENEEEEEEEEEEEEENEEEEEEEEEEEE HEEEEEEEEEEEEEEEEEEEEENEEEEEEEEEEEEEEEE HEEEEEEEEEEENEEEEEEEEEEEEENEEEEEEEEEEEE [TTTTTTITTTIITTITTTIIITTTTT HHH\VAF/\H E \f I\
| T a = ™ REMOVE EXIST.
i KRR n GUTTER & DOWNSPOUT
i ’ : & REPLACE WITH SEAMLESS
- ’ . = ALUM. GUTTER WITH
- ) X = INTEGRAL LEAF PROTECTION
i i j = —— REMOVE AND REPLACE EXIST.
Sl 11 O v R R K ; 1l R i i e R PORCH CEILING AND LIGHTS
:L N N N N N
ﬂ I AR R AR AR R AR AR AR RN I e E

REMOVE EXIST. WOOD
FASCIA & REPLACE WITH
FIBER CEMENT TRIM

REMOVE EXIST.
GUTTER & DOWNSPOUT

WEEKS
TURNER
ARCHITECTURE

WEEKS TURNER ARCHITECTURE, PA
3305-109 Durham Drive

Raleigh, North Carolina 27603
919.779.9797 fax: 919.779.0826
www.weeksturner.com

REPLACE WITH SEAMLESS
ALUM. GUTTER WITH
INTEGRAL LEAF PROTECTION

REMOVE AND REPLACE EXIST.
PORCH CEILING AND LIGHTS
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REMOVE EXIST. WOOD
FASCIA & REPLACE WITH
FIBER CEMENT TRIM

REMOVE EXIST.

GUTTER & DOWNSPOUT
REPLACE WITH SEAMLESS
ALUM. GUTTER WITH
INTEGRAL LEAF PROTECTION

REMOVE AND REPLACE EXIST.
PORCH CEILING AND LIGHTS

REMOVE EXIST. WOOD SIDING & ——
REPLACE WITH FIBER CEMENT SIDING

AROUND DORMERS

REMOVE EXIST. WOOD SIDING &
REPLACE WITH FIBER CEMENT SIDING

NEW ARCH. ALUM.

LOUVER
K
Vd
PROPERLY FLASH —— “/[/
/%
J———\\
N /f a\
[ )

/‘/‘ \\

‘ S

/// a a a a a a a 4 4 4 4 4 4 4 E\\ 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4

Z‘- | @ 4 “ @ “ “ @ “ “ “ @ “ a 4 4 4 S~ 4 4 “ “ “ “ @ “ “ 4 a a a a
_/ N/ NN NN NN NN NN NN EENEENEEEEE N NSNS ENN SN NN N NN NN NN R (NN NN NN NN AN NN RN ERE RN TTTTTT T T > T T IO [T I T] T T T T L T L L T T T R T T T A T T LTI LTI T T T
% | / I ' g_ o | P

// \\ ESﬁR:E.

| =4 FAY

s N LB ¥ ~
\

[TTTTTTTTT
[TTTTTTTTT
.

N

HHHHH\H\HHHH\HHHHHHHHW

— [[LLLTTTE
— [[LLLCLTTHT
— [[LLCCLLHT
[ f | IHEEERRESI]
[ f | IHEEERRESI]
[ | IHEEERERSI]
[ I | IHNEEREESI]

=

— [l
— [[LLLCLTTHT
— [[LLCCLTTHT
s f | IHEEERRESI]
[ f | IHEEERRESI]
[ f | IHEEEREESI]
[ I | IHNEERERSI]

=

=

2

NORTH ELEVATION

LTI T AT

SCALE: 1/4" =1'-0"

PAINT EXISTING
LOUVER TO REMAIN
AT MASONRY

REMOVE EXIST. WOOD SIDING &
REPLACE WITH FIBER CEMENT SIDING

QUILT SQUARE (6' X 6')
SEE 15/A5

L]
[[1]

[ ] ]
Immmmm f ‘

HH‘HH , N , N

WEST ELEVATION

SCALE: 1/4" =1'-0"

REMOVE EXIST. SHINGLES
REPLACE WITH STANDING
SEAM METAL ROOF

NEW SIGNAGE- 8"
ALUM. DIMENSIONAL
LETTERS
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GABLE RAKE TRIM

Z-FLASHING
UNDERLAYMENT LAPPED OVER

LIGHT TRAYS TO BE

WEEKS
TURNER
ARCHITECTURE

WEEKS TURNER ARCHITECTURE, PA
3305-109 Durham Drive
Raleigh, North Carolina 27603
FLASHING 919.779.9797 fax: 919.779.0826
2X LOOKOUTS-EXISTING SEALANT www.weeksturner.com
CLEAT {
]

I'j
L PERFORATED ALUM.

— SOFFIT PANELS

FASCIA-WRAP W/
PREFIN. ALUM. TO
MATCH ROOF

1-1/2" THICK FIBER
CEMENT TRIM-TYP.

o

o

o

o

o

o
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5 DETAIL 1 BUILDING SECTION THRU LOBBY
SCALE: 1 1/2" =1'-0" SCALE: 1/4" = 1'-Q"
SNOW GUARD
TYP. STANDING SEAM LAP UNDERLAYMENT REMOVE EXIST. ROOFING
METAL ROOF ON OVER FLASHING (6" MIN.) AND UNDERLAYMENT
EXIST. ATTIC ~ NEW UNDERLAYMENT

INSUL. TO REMAIN RN

EXIST. ROOF INSUL.
NEW WOOD TO REMAIN

CEILING

NEW 5/8" SHEATHING
ON WET WALLS

SOUND ATTENUATION
BLANKET, TYP.

EXIST. WALL INSUL.
REPLACE AS NEEDED
AT PLUMBING WORK

2" x 6" FRAMING

NEW INT. WALL SECTION

EDGE FLASHING

SUPPORT STRAP
PER MANF.

PREFINISHED SEAMLESS
ALUM GUTTER W/ INTEGRAL
LEAF SHIELD

FASCIA-WRAP W/ PREFIN.
ALUM. TO MATCH ROOF

PERFORATED ALUM.
SOFFIT PANELS

1-1/2" THICK FIBER
CEMENT TRIM, PTD.-TYP.

new work notes

TYP. EXT. WALL SECTION

3

SCALE: 3/4" =1'-0"

2

SCALE: 3/4" =1'-0"

TYP EXISTING EXT. WALL SECTION

\ REMOVE EXIST. GUTTER

AND DOWNSPOUTS

REMOVE EXIST.
SOFFIT, TRIM & VENT
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DOOR FRAME WALL CEILING
HDWR MARK| ROOM NAME FLOOR BASE WAINSCOT REMARKS / NOTES

MARK W SIZE H TYPE MATERIAL GLASS REMARKS MARK SIZE MATL [TYPE| TYPE DETAILS | SET NO. REMARKS N|E|S|w MATERIAL| HGT.
P VINYL CLAD ; LA AT v 4R/l PTD.DW. |TILE TO CEDAR| STD.

@ 6'-0" x 2'-0 1 WOOD 1" INSUL. LOW E GLASS OBSCURE GLASS @ 2-3-0" x 7'-0" x 1-3/. ALUM A A 4/A4 1 LOBBY TERAZZO | TERAZZO ABOVE CHaRRAL | cEDAR | EXIST.
6'-0" x 6'-0" 2 VINYL INSUL. GLASS BLOCK OBSCURE GLASS @ 230" x 7'-0" x 1-3/4" ALUM A B 4/A4 2 MEN 1 TERAZZO | TERAZZO | TILE TO CLG. PTD. DW.| EXIST. | --
Lo A VINYL CLAD ; . \ NEW PLYWOOD

@ 3-0"x 6-0 3 WOOD 1" INSUL. LOW E GLASS @ 3-0" x 7-0" x 1-3/4 PTD.STL. | C C 8/A4 3 103 || ELECTRICAL CONC. 70 BE PTD. PTD. DW. | EXIST.
@ 42" x 216" 4 V'“\‘/\\;'C-JSBAD 1" INSUL. LOW E GLASS @ 3.0" x 7-0" x 1-3/4" PTD.STL. | B C 8/A4 4 104 || MEN 2 TERAZZO | TERAZZO | TILE TO CLG. PTD. DW.| EXIST. | --
@ 75" x 26" 5 V”\xgg'[-)AD 1" INSUL. LOW E GLASS @ 3-0" x 7-0" x 1-3/4" PTD.STL. | B C 8/A4 4 105 || FAMILY RESTROOM | TERAZZO | TERAZZO | TILE TO CLG. PTD. DW.| EXIST. | ---
@ 26" x 3-6" 6 V'“\‘/\\;'C-JSBAD 1" INSUL. LOW E GLASS @ 2.3.0"x 70" x 1-3/4" | ALUM. A B 4IA4 1 106 || WOMEN 2 TERAZZO | TERAZZO | TILE TO CLG. PTD. DW.| EXIST. | --
(7) | 280" x7-0"x 134" | ALUM. | A B 4/A4 2 STORAGE CONC. NEW PLYWOOD PTD. DW.| EXIST. | -
NOTES: 3-0" x 7-0" x 1-3/4" existin no changes 108 || WOMEN 1 TERAZZO | TERAZZO PTD. DW.| EXIST. | --

-SEE WINDOW TYPE ELEVATIONS AND DETAILS. 9 9
-FIELD VERIFY ALL EXISTING OPENING SIZES. DIMENSIONS GIVEN FOR REFERENCE.
-INCLUDE THERMAL BREAK PER MANUFACTURER'S STANDARDS WITH ALL FRAMES. VISITOR CENTER CARPET RUBBER PTD. DW. PTD. DW.| EXIST. | -
SERVICE COUNTER CARPET RUBBER PTD. DW. PTD. DW.| EXIST. | --
111 STAFF RESTROOM |<——— existing finishes to remain; repair and paint as needed for replacement of windows
FRAMED OPENING AND 3" RIGID INSUL NOTES: HARDWARE SETS | | I | I

WOOD BLOCKING-TYP. : 1 o . .
ADHERED TO PLYWD. 1. ADA DOOR OPERATOR WITH PUSH PAD 112 STORAGE ~—— eX|s|,t|ng finishes to remain; repair andI paint as needed for replacement of windows

3/4" PLYWOOD ACCESS PANEL - COORDINATE KEYING OF HARDWARE WITH OWNER SEE SPEC FOR REMAINDER OF HARDWARE SETS N, - o | | i
/ / - DOOR HANDLES TO BE LEVER HANDLE 113 OFFICE I — eX|s|,t|ng finishes to remain; repair andI paint as needed f?r replacemclant of wmldows

- e I
\ N\ / N/ 114 || BREAK ROOM ~———— existing finishes to remain; repair and paint as needed for replacement of windows
N N bTD. FIBER
F 115 || COVERED PORCH WD. DECK existing existing CEMENT EXIST.
5 < << B
£t SEE INT. ELEVATIONS (A1.5) AND FINISH PLAN (A1.4) FOR MORE INFORMATION ON WALL FINISHES.
| 4 1X WOOD CASING \ /Y EXTENSION JAMB
Emme] Z ] / \ 77771
5/8" TYPE X DRYWALL ,/ \
20" X 30"
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MINIMUM OPENING OR 1X PTD WOOD TRIM _ 4L
CAULK SIZE REQUIRED FOR A . ;
EQUIPMENT-TYP. BUILDING WRAP / \\a,,,,//
SUILDING. WRAP LAP OVER FLASHING ™~ =
TYPICAL — |
10 CAULK " L AND GAULK - THRU WALL FLASHING
SCALE: 1 1/2'= 1'-0" AND CAULK " —
CEDAR TRIM W/ WEEP HOLES @24" O.C. L
TN
g | AWNING WINDOW - JAMB e —L [T xwoopsie
YT ST'L LINTEL -REFER Al
SCALE: 1-1/2" =10 TO STRUCT. DRWGS F— \
— /% N SEALANT
N BUILDING WRAP BUILDING WRAP BACKER ROD
— _ ExisT.LINTEL LAPOVERFLASHING I~/ —— EXIST. LINTEL LAP OVER FLASHING W, —— EXIST. LINTEL & SEALANT HEAD ° A\
— LINTEL N TYPICAL ) TYPICAL ) A
VENEERWALL o VENEERWALL = —
/ / ~-
DRYWALL BOTH SIDES = THRU WALL FLASHING ——__| F 1XWOOD CASING  THRU WALL FLASHING —— | { > 1X WOOD CASING : T TRANSOM
L W/ WEEP HOLES @24" O.C. = / W/ WEEP HOLES @24" O.C. 1 / L]
vall | S
ST'L LINTEL -REFER 1= ST'L LINTEL -REFER | L e R
| [« CAULKBOTH SIDES = | TO STRUCT. DRWGS \§§ N If TO STRUCT. DRWGS \§§ 1. 1l
— T s RS = L] T _———— ALUMINUM / GLASS
_ . HOLLOW METAL FRAME BACKER ROD —— et ~ BACKER ROD —— e o —— A GHSS
AND CAULK {3 AND CAULK S —
HEAD ; A —— EXTENSION JAMB ’77 / A\ — EXTENSION JAMB 7
HEAD/ | t— | | PSS s
L . o
JAMB DOOR N/ 4= ;! SOLID SURFACE N 4= 'QW SOLID SURFACE
e , st T , _— siL — .
N O N ~0 1/2" EXP. JT.
/ BACKER ROD 3 ) BACKER ROD == S
AND CAULK AND CAULK :
1 VINYL REDUCING STRIP SOLID SURFACE ‘/ ‘/ g
/ (IF REQUIRED) L] / SILL BRICK SILL (SLOPE R : \ BRICK SILL (SLOPE E N \
4 MORTAR JOINTS) L 1X WOOD CASING MORTAR JOINTS) L 1X WOOD CASING
I THRU-WALL M THRU-WALL Ny
| FLASHING =k FLASHING =< .
i W/ WEEP HOLES \| 7 H W/ WEEP HOLES \ N S
THRESHOLD }!iii HEAD/SILL AT TILE ALUMINUM THRESHOLD
| ANCHORED W/ LEAD SHIELDS
SILL i~ HEAD/SILL AT DRYWALL THRESHOLD N FULL BED OF SEALANT
| 1/2" MAX. HEIGHT W. 2:1 SLOPE
8 SCALE: 1 1/2" = 10" 7 SCALE: 1-1/2" = 1-0" 6 SCALE: 1-1/2" = 1-0" S SCALE: 1-1/2" = 10" 4 SCALE: 1-1/2" = 1-0"
INSUL. LOW E
GLASS
7 OBSCURE
/\ INSUL. LOW E SAFETY
AN 8 GLASS GLASS
/,, \\\ /, \\\ ‘/
2 © SEE ”
% z SCHEDULE]|
n o 2
= (j_:) E le:J _
Q@ — T O
o <C O n L
= = L
< L
= 7}

2I_0||

2I_0||

MATCH EXISTING

MATCH EXISTING

@ DOUBLE AWNING

INSUL GLASS BLOCK

DOUBLE-HUNG

OBSURE PATTERN

WINDOW TYPES

3

SINGLE

C) FIXED
SINGLE

FIXED

DOUBLE

C) FIXED
SINGLE

/\l INDICATES TEMPERED GLASS

SCALE: 1/4" =1'-0"

@ ALUMINUM WITH TRANSOM

@ALUMINUM

DOOR FRAME TYPES

SCALE: 1/4" =1'-0"

AN

39"
43" MAX.

@ ALUM. SWINGING @

PTD. STL-INSUL CORE

@ PTD. STL-INSUL CORE

DOOR TYPES

SS KICK PLATE

JAN

SS KICK PLATE

INDICATES TEMPERED
GLASS BOTH PANES

SCALE: 1/4" = 1"

_0"
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1/16" ALUM.
DIV. STRIP
U.N.O.

3/16" ALUM.
DIV. STRIP

e
S

6'_0"
LT. GREEN
LT. LT.
BLUE BLUE
LT. DK.
GOLD GOLD
DK. LT.
GOLD
L.\ GOLD LT
BLUE BLUE
5
©
LT. LT.
BLUE DK. BLUE
LT. GOLD
GOLD LT.
DK. GOLD
GOLD
LT. LT.
BLUE BLUE
N
o

QUILT SQUARE PATTERN-EXT.

VENDING - SECTION

13

SCALE: 1/4" =1"'-0"

15 SCALE: 1" = 10"
5|_0||
LT. GREEN
LT. LT.
x BLUE BLUE
\ LT. DK.
GOLD GOLD
DK. LT.
GOLD
LT LT.
BLUE BLUE
.
[Te}
LT. LT.
BLUE G%KL'D BLUE
I GOLD LT.
DK. GOLD
GOLD
LT. LT.
BLUE BLUE
©
14 QUILT SQUARE PATTERN-TERRAZZO

SCALE: 1" =1"-0"

y

TILE PER SCHED.

SS BULLNOSE
EDGE PROTECTION
SET IN THINSET

L FIRE EXTINGUISHER CABINET,
TOWEL AND TRASH RECEPTACLE, ETC.

TILE PER SCHED.

WALL MOUNTED ACCESSORIES
@ SCALE: 1 1/2'= 10"

I — /
/
/
/
FIBER CEMENT CAP

& TRIM (PTD) i

8]_5"

FIBER CEMENT VERTICAL \
SIDING PANELS (PTD) \

TREATED 2X FRAMING \
@ 16" O.C. ANCHOR TO \

EXIST. CONC. @16" O.C.

-] L/
DS 13'-4"
e
12 VENDING - REVISED

SCALE: 1/4" =1'-0"

@

SCALE: 1 1/2"=1'-0"

|
~ | i~ i i~
><_\~. Q 1 _ 1 _
< IRV ﬂ» | ﬂ» |
> - = MENS ROOM .+.-.w.n.brur ‘_‘ - WOMENS ROOM -:.-.inru | = L
(o [EE—
é n [ n T n
S 10 10 ‘i/
o)
p 11/2"
| —_—
10 SIGNAGE PLACEMENT 1
SCALE: 1/4" = 1-0" . .
| |
. o | | 3
1 JANITOR | | I
R = S Bk |
A © FIREEXTINGUISHER """ | &Y || |FAMILYROOM . . . ... |_.
IS LOCATED INSIDE - KNOCK BEFORE ENTRY -
10“ 10" 4/;{"
°
| CONCEALED
MOUNTIN
/ MEN INDIVIDUAL LETTERS SIGNAGE NOTES
P 1. SIGNS TO BE CAST ALUMINUM
G 2. RAISED METAL BEAD BRAILE
L R e
: HELVETI , 3/8" .
» WOMEN 4. INDIVIDUAL METAL LETTERS TO
SATIN ALUMINUM BE 1/4" THICK MILLED BRUSHED
ALUMINUM PLATE
5.  SIGNAGE SHALL COMPLY WITH
ICC A117.1-2009, CH. 7
TYPE: HELVETICA BOLD 6.  SEE DETAIL 10/A5
8 DIMENSIONAL LETTER - TYP. SIGNAGE
SCALE: 3" = 1'-0" SCALE: 3" = 1'-0"
! PER SCHEDULE
=< 33\( HEADER
‘ﬂ CEDAR
ik
I PIANO HINGE, BRASS-KNUCKLE
| OF HINGE AT TOP OF FRAME CAULK
I
=i} 5/4" x 3" CEDAR FRAME
\\ MITERED CORNERS SOLID SURFACE ACRYLIC TOP,
FINISH PER A1.4 \ BACKSPLASH AND FRONT A
&A15 SS BULLNOSE . N 1"x 3" CEDAR FRAME
EDGE PROTECTION -
/ SETINTHINSET T 1/4" CORK BOARD, ADHERED 1-6"
- E— [ — 3/16" CLEAR POLYCARBONATE GLAZING \ :
FINISH PER A1.4 FINISH PER A1.4 L 5/8" PLYWD, SCREW & GLUE g R e
& A15 & A15 | — TO CEDAR FRAME w| = o /] {/
| i _j\ < - ﬁ) :
SWING " 2|3 -
— . BRASS SCREWS (4 MIN. ;
o~ COUNTERGINK -
5 < ANGLE3X3X3/16 FRAME
“““ FELL STRIP ON 3 SIDES TO (BOLT TO END WALL, WALL \
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TERRAZO SYSTEM
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RESINOUS EPOXY
TERRAZO SYSTEM

1/16" ALUM. DIVIDER
STRIP

FILL JOINT

CONTROL JOINT

SCALE: 3"=1"-0"
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PRE-CAST EPOXY
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DIVISION 15A — PLUMBING

DESCRIPTION OF THE WORK

Work under this section includes, but is not necessarily
limited to, furnishing and installing the following:

1. Plumbing fixtures, water heaters, and any other
equipment necessary.

2. Cold and hot water piping and insulation.
3. DWV piping.

4. Connection of all equipment; drain, vent,
water.

All work under this contract shall be installed in compliance
with the latest edition of the following codes and standards
insofar as they apply.

1. The National Electrical Code.

2. 2012 N.C. Building Code Plumbing Edition

3. American Society of Sanitary Engineering Standard 1010.
4. All local codes and ordinances.

These codes are minimum standards. If codes require a more
stringent method of construction than the specifications
require, the codes shall govern.

The Plumbing Contractor shall be licensed in the State of
North Carolina and have dll local licenses required for the work.

Obtain all permits, licenses, inspections, etc., required for the work,
and pay for the same.

INTENT

The intent of these specifications and accompanying drawings is to convey
as reasonably as possible the requirements for a complete job ready for
the building to operate. The Plumbing Contractor shall take this into
consideration and include in his base bid allowance for contingencies as will
allow him to provide minor pieces of equipment and labor not specifically
indicated but required for the job to operate properly, at no

additional cost to the Owner.

COORDINATION

Coordinate work with other contractors. Notify Architect of
apparent conflicts early to expedite construction. If
structural damage appears imminent, stop work and notify
Architect for a decision before resuming operations.

Locations shown are approximate. The Plumbing Contractor shall refer
to the architectural drawings for placement of equipment, fixtures, etc.
Where locations are not clear, the Contractor shall obtain

the exact locations from the Architect.

Coordinate all exterior piping connections w/Architect, site contractor/plans.
Verify manhole elevations and provide backwater valves as required if

flood level rims are below next upstream manhole cover elevation. Fixtures
wi}h flood level rims above upstream manhole shall not discharge thru bw
valve.

SHOP DRAWINGS
Shop drawings shall be submitted for plumbing fixtures and for

pipe. These may consist of the manufacturer’s standard catalog or

tear sheets and shall have the exact items being offered clearly
identified.

PART 2 — PRODUCTS

2.1
A

FIXTURES

Each fixture shall be properly supported from the building
structure as required to the end effect that all fixtures and
accessories will be held rigidly in place. Water pipes
supplying the fixtures must also be held rigidly in place.

Provide loose key angle stops and chrome plated supply pipe

water supplies to fixtures.

All exposed piping traps and accessories for fixtures shall

be chrome plated. Provide chrome plated escutcheon plates

where pipes enter walls.

Provide shutoff valves for all sinks, water heaters, toilets, washing machines,
refrigerator icemaker, exterior hose bibbs and all other plumbing fixtures.

Provide trap primers for all floor drains in areas not served by hose bibbs.

2.2 PIPING

A.  Drain waste:

B. Hot and cold water piping above grade:

All waste piping shall be Schedule 40 PVC—DWV with the
following exceptions: Use cast iron piping in all return air plenums and

penetrations of rated walls/floors/ceilings. Review Arch. and Mech. drawings.

Use ABS or cast iron piping for drainage of fluid temperature greater
than 140 deg. F for a minimum distance of 10°-0".

Type "L” copper w/solder joints
(ASTM—B88), hard drawn with wrought copper fittings (ANSI B16.22)

PEX piping with copper fittings may be used with owner/tenant approval.
and as allowed per code.

C. Cold water piping below grade: Type "K” copper (ASTM—88A) soft drawn.

D. Hangers: Use pipe hangers where required on 8—foot centers with

saddles to avoid crushing insulation.
E. Solder: 95/5. Lead free.

F.  Unions: Provide unions where indicated on drawings, in long
runs of piping (except drainage) and at equipment to provide
convenient disassembly. Provide dielectric unions when
connecting copper tubing to equipment and piping made of
ferrous materials.

2.3 CLEANOUTS

A.  Hex plugs in rough areas:
exposed locations.

Recessed plugs with cover plates in

2.4 SHOCK ARRESTERS

A. Provide shock arresters as required by codes, manufacturer’s
recommendations and accepted industry standards for qualify
construction. Provide for all quick closing valves.

PART 3 — EXECUTION
3.1 CONNECTIONS

A. This contract includes complete connection of cold water, hot
water, drainage, and vent piping as required. All fittings,
valves, accessories, cutoffs, drains, etc., required to
complete such connections shall be included.

B. The connection to water closets shall be made watertight with
gasket and wax ring. Floor flanges shall be caulked into
position. Plastic caps shall be provided on the tie down
bolts, and shall be secured in place by screwing down on
threaded brass washers.

C. Where water pipes connect to exposed chrome plated trim, use
proper chrome plated escutcheons.

Notify engineer of backwater valve requirement, any issue prior to bid.

3.2 SERVICE ACCESS

SYMBOL LEGEND

A. All valves and accessories shall be insulated so that they can be

properly serviced.

requirements or manufacturer’s requirements.

Provide access doors as required to access valves, etc.

3.3 ROUTING OF PIPING

A.  Coordinate routing of piping with others, line up work true

manner.

prevent vibration, and to secure piping place.

B. Space pipe hangers 8'—0" on center for one inch and smaller

pipe, 4'—0" on center for 1—1/4 inch
expansion loops as required.

SYMBOL
In no case shall the Plumbing Contractor install
equipment or other components in situations that do not meet code
to or at right angle to adjacent surfaces and in a workmanlike HWR _—
Support all interior piping from building structure
by means of hanger or inserts to maintain pitch of lines, to HTHW
MTHW
and larger pipe. Provide
LTHW

C. Pipe hangers for insulated lines shall have suitable saddles

to protect insulation.
3.4 INSULATION

A. All H/W and C/W piping shall be insulated with a min. of 1" inch
elastomeric insulation (R—6.5 min.) in unconditioned areas. See
NCSBC—Plumbing Sect. 305 for all protection requirements.

All H/W piping of circulating systems shall be insulated with 1” insul—
ation per Sect. 504.5 of the NCSBC 2012 Energy Conservation Code.

B. Provide pre—fabricated insulation kits for all sink and lavatory

exposed drain and supply piping.

3.5 INSPECTIONS AND TESTS

COFG

A. Before being concealed, all water, soil and vent piping shall
be tested to determine if they are water— and air—tight.

B. Prior to placing into service, entire system shall be tested

for leaks in strict accordance with state and local codes. NG

3.6 STERILIZATION OF PIPING

A.  Sterilize the new water piping thoroughly with a solution

containing not less than 50 parts per

chlorine, using liquid chlorine, or sodium hydrochloride solution,
introduced into the system in an approved manner.

solution shall remain in the system in

million of available

The sterilizing

an approved manner. The

sterilizing solution shall remain in the system for a period of 24

hours.

3.7 SERVICE PRESSURE

Provide approved water—pressure reducing valve (PRV) if service
pressure exceeds 80 psi to reduce pressure to 80 psi static or
less and as required per NCSBC—Plumbing Sect. 604.8.

3.8 DRAINDOWN

A. Contractor to provide for complete plumbing system drain down.

3.9 CLEAN UP

After sterilization, flush the solution from the system
with clean water until the residual chlorine content is not greater :I-J—
than 0.2 parts per million, unless otherwise directed.

A.  During construction, keep the site clear of debris and upon
completion, and before final inspection, clean up the premises to

remove all evidence of his work.

In addition, upon completion of

construction, clean, wash, and/or polish all fixtures, equipment

and exposed material and leave them bright and clean.

3.10 GUARANTEES

A. Guarantee all materials and labor included in the plumbing
work for a period of one year from date of final

acceptance by the Owner.

B. Any defects in the system which become evident during the
guarantee period shall be corrected without cost to the Owner.

— PLUMBING

DESCRIPTION

WASTE PIPING (W)

VENT PIPING (V)

COLD WATER PIPING (CW)
HOT WATER PIPING (HW)

HOT WATER RETURN PIPING (HWR)

HIGH TEMPERATURE HW PIPING (HTHW) 140 DEG. F

MEDIUM TEMPERATURE HW PIPING (MTHW) 120 DEG. F

LOW TEMPERATURE HW PIPING (LTHW) 110 DEG. F

CLEANOUT FINISH FLOOR

WALL/HORIZONTAL CLEANOUT

CLEANOUT FINISH GRADE

DIELECTRIC UNION

SHUT-OFF VALVE

CHECK VALVE

BALANCING VALVE

CIRCULATION PUMP (CP)

WATER METER (MTR)

VENT THRU ROOF (VTR)

POINT OF NEW CONNECTION TO EXISTING

FREEZE PROOF, HOSE BIBB (FPHB/HB)

THERMOMETER /TEMPERATURE GAUGE (T)

LOAD SUMMARY - PLUMBING

DEAND
FU

126.0

This shall include the replacing of defective materials where
required, and the repair of damage caused by leaking pipes, etc.,
and damage to building surfaces caused in making repairs.

GENERAL NOTES — PLUMBING

DEMAND
FU

210.0
A 2" CW SERVICE AND METER ARE EXISTING.

WATER
DE&QBD

92.4

1. PREPLAN ALL WORK PRIOR TO ORDERING, PURCHASING, OR

PLUMBING FIXTURE SCHEDULE "

FABRICATING ANY PART OF THE WORK DESCRIBED BY THIS DRAWING.

2. IMMEDIATELY NOTIFY THE ENGINEER OF ANY CONFLICTS WITH EXISTING
FIELD CONDITIONS OR THE WORK OF OTHER TRADES.

3. RESOLVE ALL CONFLICTS PRIOR TO INCURRING ANY MATERIAL OR
LABOR EXPENSES.

4. COMPLY WITH THE MANUFACTURER'S TECHNICAL INSTRUCTIONS WHEN

6. COORDINATE ROUTING OF ALL PIPING WITH BUILDING STRUCTURE AND
WITH THE WORK OF OTHER TRADES. OFFSET VENT PIPING AROUND
BEAMS AND JOISTS AS NECESSARY.

7. ALL HANDICAP FIXTURES AND INSTALLATION OF HANDICAP FIXTURES
SHALL CONFORM TO ADA REQUIREMENTS.

8. AT EXTERIOR WALL, INSTALL WATER PIPING ON HEATED SIDE OF WALL
INSULATION.

9. PROVIDE WATER HAMMER ARRESTORS AT THE END OF EACH COLD
AND HOT WATER BRANCH RISER. SIZE ARRESTOR APPROPRIATELY.

WEEKS

TURNER
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WEEKS TURNER ARCHITECTURE, PA

3305-109 Durham Drive
Raleigh, North Carolina 27603
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INSTALLING PLUMBING FIXTURES, MATERIALS, AND DEVICES.

5. LOCATE FIXTURES AND EQUIPMENT GENERALLY AS SHOWN ON THE
PLANS; HOWEVER, COORDINATE LOCATIONS WITH ACTUAL FIELD

10. PROVIDE CONCRETE RING FOR ALL EXTERIOR CLEAN-OUTS.

OF WORK.

CONDITIONS TO PRESERVE ALL CODE—REQUIRED AND MANUFACTURER —

REQUESTED SERVICE CLEARANCES.

2 GALLON BLADDER
TYPE EXPANSION TANK.

ET
SUPPORT FROM STRUCTURE .

3/4"

SHUTOFF VALVE
DIELECTRIC UNION

EXTEND PAN DRAIN TO
INDIRECTLY DRAIN TO

EXISTING UTILITY SINK. ———— 1

11. REVIEW SITE PLAN FOR UTILITIES AND ORIENTATION PRIOR TO START

12. G.C. TO PROVIDE ANY ROOF PENETRATIONS.

13. PROVIDE MTHW AT 120 DEGREES (F) FROM EWH-1. PROVIDE HTHW
AT 140 DEGREES (F) AND LTHW AT 110 DEGREES (F) FROM EWH-2.

PROVIDE HEAT TRAPS ON THE SUPPLY AND
DISCHARGE PIPING OF THE WATER HEATER

UNLESS PROVIDED BY WATER HEATER MANUFACTURER.
PROVIDE "HUSH HEAT TRAP FITTINGS” BY PERFECTION
CORPORATION OR APPROVED EQUAL. HEAT TRAPS

VACEM RELIEF ARE REQUIRED PER SECT. 504.4 OF THE ENERGY CODE.

VALVE
-

- >t 2 3/4" CW

‘% _*_ D -- ¥ 3/4” HW (MTHW)

T&P RELIEF VALVE, PIPE
TO DRAIN PAN.

EWH-1

—H+<— DRAIN

ATTIC
FLOOR

NOTE:

DRAIN PAN J

WATER HEATERS, PIPING, AND PIPING APPURTENANCES

PROVIDED

BY P.C. WATER HEATER SUPPORTS BY P.C.

EWH-1 DETAIL

2 GALLON BLADDER

TYPE EXPANSION TANK.
SUPPORT FROM STRUCTURE

SHUTOFF VALVE
DIELECTRIC UNION

EXTEND PAN DRAIN TO
INDIRECTLY DRAIN TO

EXISTING UTILITY SINK. ———

MARK DESCRIPTION ALTERNATE MANUFACTURER /MODEL ALTERNATE MANUFACTURER /MODEL
WATER CLOSET (FLOOR MOUNT TOP SPUD)
wel AMERICAN STANDARD "MADERA FLOWISE” #3461.001, ELONGATED BOWL, 1.28 GPF, ZURN #25665 FIXTURE. ZURN #ZEMS6000IS KOHLER HIGHCREST #K—4302 FIXTURE.
VITREOUS CHINA, AND 1 1/2” TOP SPUD, ADA COMPLIANT. PROVIDE OPEN FRONT FLUSH VALVE. HYDROTEK H8-128 VALVE.
SEAT, AND SENSOR W/ MANUAL OVERRIDE FLUSH VALVE EQUAL TO SLOAN
OPTIMA 111—1.28—ES—S (AC POWERED) FLUSH VALVE.
WATER CLOSET (FLOOR MOUNT BACK SPUD)
AVERICAN STANDARD "MADERA FLOWSSE" #3429.001, ELONGATED BOWL, 1.28 GFF, ZURN. Z5667—BWL FIXTURE, KOHLER HIGHCREST #K—4301 FIXTURE.
we2 VITREOUS CHINA, AND 1 1/2" BACK SPUD. WC2 TO BE ADA COMPLIANT. PROVIDE ZURN 4ZEMSB152AV—HET, 1.28 GPF VALVE. HYDROTEK HBO00C-CB-128 VALVE.
OPEN FRONT SEAT, AND SENSOR W/ MANUAL OVERRIDE FLUSH VALVE, EQUAL TO SLOAN
OPTIMA 140—1.28-ES—S (AC POWERED) FLUSH VALVE.
WATER CLOSET (WALL MOUNT BACK SPUD)
AMERICAN STANDARD "AFWALL FLOWISE” #3353.128, ELONGATED BOWL, 1.28 GPF, _
wes VITREOUS CHINA, AND 1 1/2" BACK SPUD. WC3 TO BE ADA COMPLIANT WHERE REQUIRED. ZURN #75617 FIXTURE. ZURN #ZEMS6140AV KOHLER KINGSTON #K-4329 FIXTURE.
PROVIDE OPEN FRONT SEAT, AND SENSOR W/ MANUAL OVERRIDE FLUSH VALVE, EQUAL TO FLUSH VALVE. HYDROTEK H—8000C—CB FLUSH VALVE.
SLOAN OPTIMA MODEL 152-1.28—-ES—S (AC POWERED) FLUSH VALVE. CARRIER SHALL BE JAY R. SMITH #210 SERIES CARRIER. JOSAM STD. 4” NO HUB, 2” VENT CARRIER.
ZURN 4" NO HUB #Z1203-N—X W/HEAVY—DUTY REAR ANCHOR FOR WC3. COORDINATE MODEL
WITH LEFT/RIGHT FLOW DIRECTION AS REQUIRED.
WATER CLOSET (FLOOR MOUNT REAR OUTLET W/BACK SPUD)
AMERICAN STANDARD "PRIOLO FLOWISE” #3697.001, ELONGATED BOWL, 1.28 GPF, ZURN Z5647—BWL FIXTURE, FIXTURE-NO 3RD CHOICE AVAILABLE.
VITREOUS CHINA, AND 1 1/2” BACK SPUD. WC TO BE ADA COMPLIANT. PROVIDE - —8CB—128, 1. :
WC4 | OPEN FRONT SEAT, AND SENSOR W/ MANUAL OVERRIDE FLUSH VALVE, EQUAL TO ZURN #ZEMS6152AV-HET, 1.28 GPF VALVE. HYDROTEK H=8CB=128, 1.28 GPF VALVE
SLOAN OPTIMA 140—1.28—ES—S (AC POWERED) FLUSH VALVE.
URINAL
UR AMERICAN STANDARD ”ALLBROOK” #6550.001, 1.0 GPF, VITREOUS ZURN #5760 WITH ZURN ZEMS6195AV-0B TOTO #UT104EV WITH TOTO #TEUZLN11
CHINA, 3/4” BACK SPUD, AND SENSOR W/ MANUAL OVERRIDE FLUSH VALVE FLUSH VALVE. FLUSH VALVE.
SLOAN #195—1.0—ES—S—TMO (AC POWERED). ADA COMPLIANT.
LAVATORY (ACCESSIBLE, WALL HUNG)
L1 AMERICAN %TANDARD) "LUCERNE” # 0356.137 WHITE WITH CONCEALED ARM CARRIER AND DRAIN KOHLER GREENWICH #K—2032 WITH ELJER MURRAY Il #051—0244 WITH
ASSEMBLY (7723.018). ADA COMPLIANT. FURNISH WITH SLOAN OPTIMA EAF—275 SOLAR POWERED HYDROTEK 7000SLE SOLAR SENSOR FAUCET.
FAUCET. SINK MODEL FOR SINGLE CENTER HOLE. TOTO TEL3GS10 SOLAR SENSOR FAUCET.
2— STATION LAVATORY (ACCESSIBLE)
L2 | SLOAN SLOANSTONE TWO STATION LAVATORY #ELS-72275, 2 DRAINS W/GRID STRAINERS, ADA SOLAR SENSOR PAUCETS A WITH JUST JSG=7000 | WILLOUGHBY MODEL WAW-232-DMF WITH
COMPLIANT. COLOR MWN WALNUT (VERIFY). FURNISH WITH SLOAN EAF—275 SOLAR POWERED FAUCETS. - :
3— STATION LAVATORY (ACCESSIBLE)
L3 | SLOAN SLOANSTONE THREE STATION LAVATORY #ELS—73275, 2 DRAINS W/GRID STRAINERS, ADA SOLAR SENSOR PAUGETS. | ST 05677000 | WLLOUGHBY MODEL WM 2335-DMr s
COMPLIANT. COLOR MWN WALNUT (VERIFY). FURNISH WITH SLOAN EAF—275 SOLAR POWERED FAUCETS. :
™V THERMOSTATIC MIXING VALVE . WATTS MMV SERIES. TACO 5000 SERIES.
LEONARD TM—20—E MIXING VALVE WITH CHECKSTOPS. 3/4” INLETS. INSTALL IN
ACCESSIBLE LOCATION. SET OUTFLOW TO SPECIFIED TEMPERATURE (110 DEG F.).
fup_y | ELECTRIC WATER HEATER 42 (PROVIDES MTHW) RHEEM. 481VP10S BRADFORD WHITE f—1~10UBSS
- A.O. SMITH MODEL EJC—10, 10 GALLON, 1,650 WATT, 3/4” INLET AND OUTLET, VP10S. -- .
120V. AO SMITH MODEL #PMC—2 EXPANSION TANK. AMTROL ST—5-C EXPANSION TANK. STATE ETC—2X EXPANSION TANK.
ELECTRIC WATER HEATER #1 (PROVIDES HTHW/LTHW)
EWH-2 | AO SMITH WATER HEATER MODEL #DEN—52, 50 GALLONS, 4500 WATT, 208 VOLT, 1 PHASE, NON— BRADFORD WHITE #.D—50R3-3. STATE #ES6-50-DORT.
SIMULTANEOUS DUAL ELEMENTS, 3/4” INLET/OUTLET, AO SMITH MODEL #PMC—2 EXPANSION TANK. AMTROL ST-5-C EXPANSION TANK. STATE ETC—2X EXPANSION TANK.
CIRCULATING PUMP
BELL & GOSSET, SERIES NBF—22 IN-LINE CIRCULATOR PUMP, 1/12 HP, 115 VAC, FLA=0.8 .
cP 1 Ph., 3/4" CONN., WITH A MAXIMUM OF 22 GPM AND 15’ TDH. PUMP TO BE ALL TACO MODEL #110. ARMSTRONG MODEL #S-25.
BRONZE CONSTRUCTION, COORDINATE WITH ELEC. CONTRACTOR FOR POWER FEED.
PROVIDE DISCONNECT SWITCH, AQUASTAT CONTROL, THERMOMETER/TEMPERATURE GAUGES.
FLOOR DRAIN
D ZURN ZN-415 WITH DEEP SEAL P-TRAP, 5" X 5" TYPE "B" HEEL PROOF STRAINER, 3" CONNECTION, JOSAM #30000-A. JAY R. SMITH #2005-A.
VANDAL—PROOF TOP.
FLOOR DRAIN W/EXTENSION FLANGE
FDX ZURN MODEL Z415-1, 5" DRAIN, 4" CONNECTION. PROVIDE RAISED FLANGE W/NICKEL JOSAM #30000~E1 WATTS FD—100—ER.
BRONZE GRATE, CAST IRON BODY. PROVIDE TRAP PRIMER CONNECTION.
PV TRAP PRIMER VALVE
PPP INC. MODEL# PR—500, 1/2" INLET, 1/2" OUTLET JOSAM #88300. WATTS #A200.
HOSE BIBB
HB ZURN Z—1330—C, 3/4" WALL HYDRANT WITH VANDAL RESISTANT VACUUM BREAKER. WATTS  #HY=330. JAY R. SMITH #5509QT.
ENCASED WITH KEY LOCK.
2" REDUCED PRESSURE BACKFLOW PREVENTER . .
RPZ | ZURN MODEL 375-2" REDUCED PRESSURE BACKFLOW PREVENTER, CAST BRONZE CONSTRUCTION, WILKINS #975-2". FEBCO #860-2".
LEAD FREE, WITH WYE STRAINER. VERIFY MOUNTING CLEARANCES/LOCATION PRIOR TO ORDERING.
™V THERMOSTATIC MIXING VALVE . LEONARD TM SERIES. TACO 5000 SERIES.
WATTS MMV—M1 MIXING VALVE WITH CHECKSTOPS. 1” INLETS. INSTALL IN
ACCESSIBLE LOCATION. SET OUTFLOW TO SPECIFIED TEMPERATURE (LTHW/110 DEG F.).
oF DRINKING FOUNTAIN (HI-LO, NON—REFRIGERATED, ACCESSORY APRON FOR HIGH UNIT) HALSEY—TAYLOR MODEL fHDFFBLEBP. OASIS MODEL #MSSLPM.

ELKAY EHWM217C WITH ACCESSORY APRON FOR LKAPR2. VERIFY HI/LO SIDES MODEL WITH ARCH.
COORDINATE W/ARCH. FOR MOUNTING HEIGHTS (1—ADA HEIGHT/LOW, 1—HIGH).

ACCESSORY APRON HDFCANE.

STNLS. STL. ACCESSORY APRON.

*OR APPROVED EQUAL

1”

PROVIDE FOR AUTOMATIC SHUT-OFF OF CIRC. PUMP

WHEN HOT WATER SYSTEM NOT IN USE (AQUASTAT) AS
cP REQUIRED PER SECTION 504.6 OF THE ENERGY CODE.
VACUUM RELIEF -

VALVE / 1/2" HW RETURN
|

4 — CHECK VALVE (TYP)
—-—I—c\'_l-(xn—-—e 1” CW - - 2 CW

N\~

T&P RELIEF VALVE, PIPE

EWH-2 TO DRAIN PAN.

BRONZE STRAINER

™V -=e— LTHW (110 DEGREES)

ﬁ'
‘% I >4 -- ? 1" HW (HTHW) &=~ -—-—

HTHW (140 DEGREES)

INDIRECT DRAIN
FROM RPZ.

MAINTAIN AIR GAP

PER CODE
/:Rowos FLANGE
FLUSH TO FLOOR.

—H+<— DRAIN
ATTIC

4 A

_I

| FLOOR

1 SCALE: NOT TO SCALE

NOTE:

N N

DRAIN PAN J

WATER HEATERS, PIPING, AND PIPING APPURTENANCES
PROVIDED BY P.C. WATER HEATER SUPPORTS BY P.C.

2

EWH-2 DETAIL 3

CONCRETEX | CAST IRON BODY

NOTE:

ALL MOUNTING HEIGHTS SHALL
MEET THE NCSBC, ADA STANDARD
AND/OR ARCH. SPECIFICATIONS.
VERIFY HIGH/LOW SIDE AND
MOUNTING WITH ARCH.

WALL — >

-
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DEMO KEY NOTES FOR SHEET P2

60 0000

660060

WATER CLOSET TO BE REMOVED.
LAVATORY TO BE REMOVED.
URINAL TO BE REMOVED.

ELECTRIC WATER COOLER TO BE REMOVED.

SERVICE SINK TO REMAIN.

FLOOR DRAIN TO BE REMOVED.

WATER CLOSET TO REMAN. *

LAVATORY TO REMAIN. *
ELECTRIC WATER COOLER TO REMAIN. *

BREAK AREA SINK TO REMAIN. *

4500 W, 50 GAL. ELECTRIC WATER
HEATER ON ATTIC PLATFORM ABOVE

TO BE REMOVED. PROVIDE NEW EWH-1

TO MAINTAIN HW TO EXISTING/REMAINING
FIXTURES DURING PROJECT CONSTRUCTION.
SEE SUPPLY PLAN ON SHEET P4.

NOTE:

THE EXISTING INFORMATION SHOWN ON THIS DRAWING IS FROM FIELD INVESTIGATION AND PREVIOUS
PERMIT DRAWINGS. THE CONTRACTOR IS RESPONSIBLE FOR VISITING THE SITE AND FIELD VERIFYING ALL
RELEVANT INFORMATION. THE SUBMISSION OF A BID INDICATES ACCEPTANCE OF EXISTING CONDITIONS.
NOTIFY THE ENGINEER OF ANY DISCREPANCIES NOTED.

THE SCOPE OF DEMOLITION IS AS FOLLOWS—

REMOVE EXISTING FIXTURES IN WORK AREA AS SHOWN. PROVIDE CLEANOUTS ON UNUSED DRAIN LINES
AT FINAL FINISHES TO PREVENT DEAD—ENDS PER CODE. REMOVE UNUSED VENT LINES TO ABOVE CEILING
AND CAP AT MAIN. REMOVE ALL UNUSED CW & HW LINES/STUB—OUTS, ETC., AND CAP LINES BEHIND

FINAL FINISHES. REMOVE AND REPLACE ALL CONCRETE, WALLS AND CEILINGS AS REQUIRED TO LOCATE
EXISTING LINES/INSTALL NEW LINES. COORDINATE W/REVISED PLANS FOR LINES TO BE REUSED/REMOVED.

THE PLUMBING CONTRACTOR SHALL TRACE ALL EXISTING DRAIN LINES PRIOR TO THE START OF WORK
UTILIZING DYE AND/OR CAMERAS IF NECESSARY. PROVIDE AS—BUILT DRAWINGS FOR ENGINEER REVIEW.

VERIFY LOCATION/INVERT REQUIREMENTS OF EXISTING DRAIN LINES PRIOR TO START OF WORK.
COORDINATE WORK WITH BUILDING OWNER SO AS NOT TO IMPACT OPERATION OF ANY ADJACENT

SPACES/LEVELS. NIGHT AND WEEKEND WORK MAY BE REQUIRED.

1 SCALE: 1/4" = 1'-0"

1 1 1
I ‘;:i:i:iil ‘;:i:i:iil ‘;:i:i:iil
FLOOR DRAIN TO REMAIN. *
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KEY NOTES FOR SHEET P3

(@D CONNECT TO EXISTING DWV IN AREA
OF REMOVED FIXTURE. PROVIDE NEW
PIPING AS REQUIRED.

NOTE:

VERIFY L2/L3 DWV CONNECTION REQUIREMENTS
PER MODEL/MFR AND PROVIDE NEW AND/OR
UTILIZE EXISTING DWV LINES AS REQUIRED.
(FIXTURE MAY HAVE 1, 2, OR 3 DRAINS.)

(2D CONNECT TO EXISTING 4” (MIN.) WASTE
MAIN IN AREA. VERIFY LOCATION.

EXISTING WASTE DROP TO BELOW FLOOR/
EXISTING VENT MAIN TO ABOVE CEILING.

NOTE:

THE EXISTING INFORMATION SHOWN ON THIS DRAWING IS FROM FIELD INVESTIGATION AND PREVIOUS
PERMIT DRAWINGS. THE CONTRACTOR IS RESPONSIBLE FOR VISITING THE SITE AND FIELD VERIFYING ALL
RELEVANT INFORMATION. THE SUBMISSION OF A BID INDICATES ACCEPTANCE OF EXISTING CONDITIONS.
NOTIFY THE ENGINEER OF ANY DISCREPANCIES NOTED.

REMOVE AND REPLACE ALL CONCRETE, WALL BOARD AND CEILINGS AS REQUIRED TO LOCATE EXISTING
LINES AND INSTALL NEW LINES. ALL EXISTING LINES NOT SHOWN.

THE PLUMBING CONTRACTOR SHALL TRACE ALL EXISTING DRAIN LINES PRIOR TO THE START OF WORK
UTILIZING DYE AND/OR CAMERAS IF NECESSARY. PROVIDE AS—BUILT DRAWINGS FOR ENGINEER REVIEW.

VERIFY LOCA
COORDINATE

SPACES/LEVELS. NIGHT AND WEEKEND WORK MAY BE REQUIRED.

TION/INVERT REQUIREMENTS OF EXISTING DRAIN LINES PRIOR TO START OF WORK.
WORK WITH BUILDING OWNER SO AS NOT TO IMPACT OPERATION OF ANY ADJACENT

FD
104
MEN 2

COORDINATE FDX LOCATION

WEEKS
TURNER

%@DW PIPING 111 ]

ABOVE FLOOR. 2

Fox /— WITH RPZ MOUNTING.
NEW BATTERY DWV
PIPING ABOVE FLOOR. o AN
L HCO % O Qo— J
- 9
! = e O
R ﬁo ' we3 wes WwC3 wes w4
FD% u ﬁ o FD
we1 VERIFY DF HIGH/LOW SIDE
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105 ] 106
FAMILY WOMEN 2
RESTROOM L3
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SCALE: 1/4" = 1'-0"
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NOTE:
ALL MOUNTING HEIGHTS SHALL
MEET THE NCSBC AND ADA.

39 1/2"
27"

EWC

FINISH FLOOR

EWC DETAIL

1 SCALE: NOT TO SCALE

TO FIXTURES

T

MOUNT TO WALL

— 2" RPZ
SUPPORT
FROM
STRUCTURE

PROVIDE ALL MFR RECOMMENDED
CLEARANCES ON ALL SIDES. LOCATE
IN AREA ALLOWING FULL ACCESS
FOR SERMICING.

<— INTERIOR WALL

FULL SIZE DRAIN.

MAX. HEIGHT

EXISTING METER.

AX. SHUT-OFF

S&OHEQ;':T VA rd _e
TYP

18" AFF (TYP)

RUN TO FDX.

i
|

EXISTING 2" CW
> BELOW GRADE TO

© SUPPLY MAIN.

RPZ MOUNTING DETAIL

2 SCALE: NOT TO SCALE

EXISTING
FPHB

B 00

@ © 00

G

g

KEY NOTES FOR SHEET P4

INTERCEPT EXISTING 2" MAIN AFTER
METER/AT UNION AND ROUTE TO RPZ.
VERIFY RPZ LOCATION AND CLEARANCES.

RISE TO RUN NEW 2” MAIN ABOVE CEILING.
VERIFY LOCATION.

CONNECT TO EXISTING CW MAIN FOR
EXISTING FIXTURES. PROVIDE BRANCH
IMMEDIATELY TO MAINTAIN SERVICE TO
EXISTING FIXTURES IN NON—-DEMO AREA.
VERIFY ALL FIXTURES SUPPLIED AFTER RPZ.

CONNECT TO EXISTING CW MAIN
IN ATTIC. VERIFY LOCATION.

RE—SUPPLY HW (MTHW) TO
EXISTING SINK/LAV (CW
CONNECTION IS EXISTING).

DROP TO PROVIDE THERMOMETER (T)
IN VISIBLE LOCATION IN STORAGE RM.
VERIFY EXACT LOCATION.

RISE TO RUN IN ATTIC.

RE—SUPPLY CW AND HW (HTHW)
TO EXISTING UTILITY SINK.

PROVIDE ACCESSIBLE SHUT—OFF VALVE
IN STORAGE ROOM AND RUN CW TO
FIXTURES ON/OUTSIDE WALL (LINE MAY
BE SHOWN IN WALL FOR CLARITY).

PROVIDE TPV (NOT SHOWN) IN ACCESSIBLE
LOCATION AND DROP CW TO RUN IN FLOOR
TO FLOOR DRAIN. VERIFY LOCATION.

RESUPPLY EXISTING FPHB WITH NEW CW
AFTER RPZ. VERIFY LOCATION.

NOTE:

ALL EXISTING FPHB MAY NOT BE
SHOWN. VERIFY ALL EXISTING
FPHB’S RESUPPLIED AFTER RPZ.

VERIFY EXISTING FPHB SUPPLIED AFTER
RPZ. PROVIDE NEW CW MAIN CONNECTION
IF REQUIRED.

NOTE:
THE EXISTING INFORMATION SHOWN ON THIS DRAWING IS FROM FIELD INVESTIGATION. THE CONTRACTOR
IS RESPONSIBLE FOR VISITING THE SITE AND FIELD VERIFYING ALL RELEVANT INFORMATION. THE
SUBMISSION OF A BID INDICATES ACCEPTANCE OF EXISTING CONDITIONS. NOTIFY THE ENGINEER
OF ANY DISCREPANCIES NOTED.

REMOVE AND REPLACE ALL CONCRETE, WALL BOARD AND CEILINGS AS REQUIRED TO LOCATE EXISTING
LINES AND INSTALL NEW LINES. ALL EXISTING LINES NOT SHOWN. VERIFY ALL EXISTING (NON—DEMO)
FIXTURES ARE SUPPLIED/RE—SUPPLIED AFTER NEW RPZ.

COORDINATE WORK WITH BUILDING OWNER SO AS NOT TO IMPACT OPERATION OF ANY ADJACENT
SPACES/LEVELS. NIGHT AND WEEKEND WORK MAY BE REQUIRED.

NOTE:
VERIFY ROUTING OF ALL
SUPPLY PIPIING IN ATTIC.
PROPERLY INSULATE ALL
PIPING IN ATTIC.
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ELECTRICAL NOTES

(D EQUIPMENT OF TRADES OTHER THAN ELECTRICAL.

(2 CONDUIT &WIRING BY HVAC PLUMBING CONTRACTOR, OR

OTHER TRADES

@ IF AN ADDITIONAL DISCONNECT IS REQUIRED BY NEC,IT
SHALL BE PROVIDED AND INSTALLED BY THE EQUIPMENT

CONTRACTOR.

(@ A COMBINATION STARTER OR VFD MAY BE USED IN LIEU

OF A SEPARATE DISCONNECT SWITCH AND STARTER.
LOCATE ADJACENT TO EQUIPMENT.

(®) FEEDER CIRCUIT WIRING AND CONDUIT IN ELECTRICAL
WORK. SEE PANELBOARD SCHEDULES FOR WIRE AND
BREAKER SIZES.

EXISTING
3" VENT

1 |
EXISTING
2 | | 3" VENT
| | T
| | | EXISTING 4"
TO MAIN.
| |
|

CONNECT TO EXISTING
2" (MIN.) VENT MAIN
ABOVE CEILING.
VERIFY LOCATION.

EXISTING 4"
TO MAIN.

NOTE:

RE—PIPE MAIN VENTS THRU ROOF IF REQUIRED.

RUN HORIZONTALLY AS REQUIRED TO
MAINTAIN 10°-0" CLEARANCE FROM ANY

IsT
gL INTAKES. PROPERLY FLASH ANY ROOF
7 PENETRATION.

EXISTING
3" VENT

EXISTING
4" MAIN
TO SEWER.

DWV RISER

@JUNCTION BOX MAY BE SHOWN ON ELECTRICAL PLANS
FOR SOME EQUIPMENT IF NO STARTER OR DISCONNECT IS
SUPPLIED, A JUNCTION BOX SHALL BE INSTALLED
ADJACENT TO EQUIPMENT. THE ELECTRICAL
CONTRACTOR SHALL PROVIDE LINE SIDE WIRING TO THE
JUNCTION BOX. LOAD SIDE WIRING WILL BE PROVIDED BY

MECH

ANICAL CONTRACTOR OR OTHER TRADES.

@PROJECTS UTILIZING AN MCC. THE STARTER, CB, OR VFD IN
THE MCC ARE PROVIDED BY THE ELECTRICAL
CONTACTOR.

IN ALL CASES THE EQUIPMENT CONTRACTOR SHALL MAKE

FINAL CONNECTIONS, START UP, AND TEST EQUIPMENT.

@IF THE ROOF TOP EQUIPMENT IS NOT PROVIDED WITH

BUILT IN SWITCH, THE ELECTRICAL CONTRACTOR SHALL

PROVIDE A DISCONNECT SWITCH.

@IN A SINGLE PRIME CONTRACT, IT IS THE RESPONSIBITY OF THE 3/ 2
PRIME CONTACTOR TO COORDINATE BETWEEN THE ELECTRICAL
AND OTHERS TRADES. l\ / 3/4 ~<
SWITCHBOARD \ o
[ ~
| ~
@ I
PANELBOARD MO TR e Ok
r————- 1 EXISTING L2
I © ® FPHB Sq
| : N
| r — — JB
loee o j >
UR S ~
————— 'I =" >
|10 © | | I wes
ROOF TOP | |
EQUIPMENT
| wiH BUILT-IN | | -1 HB ~— LOCATION. |
_ SWICH _ [ l > & (TYP)
| | wC2
F———— I _L_®) TO FLOOR R
1O -: — m{m ': I 27 W MANIFOLD DRAIN. ~ o
I — ot [ I R RS TROOM (TYP) WATER HAMMER R RN
r 1 | | FIXTURES.
| | -~ I I (TYP FOR 4) ARRESTOR "es
L a | | : | (TYP) N\
""""" | | }<
L — -—— ~
r———-— [Tty S | HB ?)
| | _Jrer _______ N r w2
' |r 1= o—
L _ J _'L
——t—
P !
| @ |
' |
L__
3 }.ELECTRICAL EQUIPMENT CONNECTION ¢
NOT TO SCALE N
?)

SCALE: NOT TO SCALE

L2

L1

EXISTING
VENT
(TYP)

EXISTING

DRAIN
(TYP)

AN EXISTING METER.

EXISTING 2" CW

BELOW GRADE TO
SUPPLY MAIN.

( VERIFY ALL EQUIPMENT REQUIREMENTS PRIOR TO

ROUGH-IN )

PIPE SIZING SCHEDULE

FXTURE TYPE DRAIN | VENT cw HW
(WC) FLUSH VALVE WATER CLOSET 3 |11/2 1” -
(L) LAVATORY 1127|1174 | 1727 | 1/2"
(SS) SERVICE SINK R4 ERVZS IRVZ3 IRV
(BAS) BREAK AREA SINK RYZd ERVZ IRV RV
(UR) URINAL 2" | 112 | 3787 -
(DF) DRINKING FOUNTAIN) 1114 | 1727 % -
(FPHB) FREEZE PROOF HOSE BIBB - - 3/4" -
(HB) HOSE BIBB - - 1/2" -
(FDX) FLOOR DRAIN W/EXTENSION 4 2" - -
(FD) FLOOR DRAIN 3 112 | - -

NOTE:

SEE PLAN FOR SHUT-OFF VALVE LOCATIONS.
PROVIDE ACCESS DOORS IF REQUIRED.

ALL EXISTING LINES/FPHB'S NOT SHOWN.

SUPPLY RISER

2 SCALE: NOT TO SCALE

PROVIDE BACKFLOW PREVENTER PER NCSBC—PLUMBING SECT. 608.3, AND ASSE 1024 (WATTS
SERIES 7 OR EQUAL) OR ASSE 1022 (WATTS SERIES SD-3 OR EQUAL) IF/WHERE REQUIRED.

__| DWV/SUPPLY RISER NOTES:

REPRESENTATIVE SIZES ARE GIVEN FOR EACH TYPE OF FIXTURE.
SEE PIPE SIZING SCHEDULE.

MINIMUM 2" DRAIN LINE SIZE UNDER SLAB.
MAINTAIN PIPE SIZES SHOWN UNTIL LARGER SIZE IS REACHED.

PIPE SIZES ARE MINIMUMS FOR INDIVIDUAL FIXTURES U.O.N.

N

1"
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@8“/\ o
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2

2. ANY PERMITS AND INSPECTION FEES SHALL BE SECURED AND PAID FOR BY THE MECHANICAL
7[ CONTRACTOR (MC).
—
, 3. ALL WORK SHALL BE PERFORMED BY EXPERIENCED AND SKILLED CRAFTSMEN. THE MC SHALL
COORDINATE ALL OF HIS WORK WITH THE GENERAL CONTRACTOR (GC) AND OTHER TRADES.
OUTSIDE AR FROM ERV
Ac/_ 4 THE LOCATION OF ALL DUCT, PIPING AND EQUIPMENT SHALL BE ADJUSTED TO ACCOMMODATE
LOW PRESSURE TEE ANTICIPATED OR ENCOUNTERED INTERFERENCES.
, 5. THESE PLANS ARE DIAGRAMMATIC AND MAY NOT SHOW MINOR DETAILS AND LOCATIONS. FOR
7[ e DIMENSIONS REFER TO THE ARCHITECTURAL PLANS.
—
, PROVIDE GRAVITY BACKDRAFT DAMPER
D /_ IN OUTSIDE AIR DUCT AS REQUIRED 6. THE MC SHALL BE RESPONSIBLE FOR ALL ELECTRICAL STARTERS INTERLOCKS, CONTROL WIRING
12 DIA — BY NC ENERGY CODE. CONDUIT AND POWER WIRING FROM DISCONNECTS TO HIS EQUIPMENT, USING A LICENSED
& NOTE: RUN ALL DUCTS THROUGH ROOF TRUSS SYSTEM ELECTRICIAN.
FLEXIBLE. CONNECTIONS ROUTE AROUND AND THROUGH TRUSSES AS REQUIRED.
LOW PRESSURE BRANCH TAKE—OFF V (TYP) 7. THE MC SHALL USE FIRE DAMPERS FOR PROTECTION OF THE OPENING IN ACCORDANCE WITH
| SUPPLY DOOR IN DUCT TO PROVIDE ACCESS FOR STATE AND LOCAL CODES IN ALL LOCATIONS WHERE PENETRATIONS OF RATED WALLS AND
_ CLEANING COOLING COIL. FLOORS OCCUR. SEE ARCHITECTURAL PLANS FOR RATED WALL AND FLOOR LOCATIONS.
L
_ RETURN i PROVIDE ACCESS DOORS AT ALL DAMPER LOCATIONS. LOCATE DOORS FOR EASY ACCESS.
LOW PRESSURE TAKE-OFF ? + pucT AIR HANDLING UNIT > THERE ARE NO RATED WALLS PENETRATED IN THIS HVAC UPFIT.
RECTANGULAR DUCT ~\ PLENUJM ~ | DRAIN PAN
. _Lw ' | ~ L17 & HIGH PLATFORM PROVIDED 8. INSTALL FLEXIBLE CONNECTORS ON SUPPLY AND RETURN DUCTWORK AHU. ALL
J
. 7( . [/ 8 HicH PLATFORM PROVIDED MECH PLATFORM MECHANICAL EQUIPMENT SHALL OPERATE FREE OF OBJECTIONAL NOISE AND VIBRATION.
10" X 10 RETURN , | =<—————RAISE UNIT TO PROPER HEIGHT COORDINATE INSTALLATION
f — AR DUCT. | ——, FOR LEVEL DUCT RUNS WITH GENERAL CONTRACTOR. 9. INSTALL TURNING VANES IN SUPPLY DUCTS AT ALL ELBOWS AND SPLITTER DAMPERS. PROVIDE
SLOPE 1" IN 7—” ROUND DUCT D— t D D—2 BALANCING DAMPERS IN ALL DUCTS WHERE SHOWN OR REQUIRED FOR SYSTEM BALANCING.
INSULATED PROVIDE SPIN IN STARTING COLLARS WITH DAMPERS AT ALL SUPPLY TAKEOFFS.
REFRIGERANT LINES
RECTANGULAR TO ROUND TRANSITION PROVIDE FILTER RACK AND DOOR RUN TO OUTDOOR UNIT 10. DUCT DIMENSIONS ARE SHOWN INSIDE CLEAR. COORDINATE EXACT SIZE WMITH SPACE AVAILABLE
R= DUCT WIDTH FOR 1" PLEATED FILTER DUCT INSULATION SHALL BE 2" FIBERGLASS EXTERIOR DUCT INSULATION WITH FOIL FACING.
~
=
J 11.  THERMOSTAT, WIRING AND CONDUIT ARE TO BE FURNISHED BY THE MC. MOUNT
S CONDENSATE DRAIN LINE. RUN DRAIN LINE FROM COOLING COIL THERMOSTAT 48" ABOVE THE FINISHED FLOOR. COORDINATE LOCATION WITH OWNER.
SI,, —l 2 & gggéﬁg:%?wgg ?FSANS%‘{&:‘:S#EJUEOSUJNGT S'S_l U ¢38FV|:E f&’éﬁfm PROVIDE AUTO CHANGEOVER THERMOSTAT WITH UNIT OFF POSITION AS MINIMUM.
R L oL OSED et NGO AN PR ENTRE LENGR, PROVIDE AN EMERGENCY SHUT-OFF SWTCH ABOVE THE THERMOSTAT. PROPERLY LABEL
SQUARE THROAT ELBOW  FULL RADIUS ELBOW RUN LINE CONCEALED. .
12 THE MC SHALL KEEP THE PREMISES CLEAR OF DEBRIS FROM HIS WORK DURING CONSTRUCTION
LOW PRESSURE DUCT ELBOWS AND LEAVE THE AREA AND BUILDING CLEAN AT THE COMPLETION OF HIS WORK. HE SHALL
ALSO LEAVE CLEAN ALL EXPOSED EQUIPMENT IN HIS CONTRACT.
13.  COORDINATE DIFFUSER AND CEILING EXHAUST GRILLE LOCATIONS WITH LIGHTS AND GRID.
COORDINATE MOUNTING FRAME WITH CEILING TYPE.
DUCT CONSTRUCTION DETAILS 1 HORIZONTAL AIR HANDLING UNIT DETAIL 14.  THE M.C. SHALL COORDINATE WITH AND PROVIDE EQUIPMENT SPEC. SHEETS TO THE GENERAL
N OT 70 SCALE NOT TO SCALE AND ELECTRICAL CONTRACTORS FOR REVIEW PRIOR TO ORDERING EQUIPMENT.
15.  PROPERLY SUPPORT FLEXIBLE DUCT, MINIMUM 75% DEFORMATION. PROVIDE SHEET METAL ELBOWS AT ALL
90 DEGREE BENDS.
16.  ALL DUCT JOINTS SHALL BE SEALED AIRTIGHT WITH FIBER ENPREGNATED MASTIC OR HARDCAST AND TAPE.
17.  SUPPORT AHU, EXHAUST FANS, HEAT WHEEL AND ALL DUCTWORK, ETC. FROM STRUCTURE.
PIPE STRAPPING WILL NOT BE ALLOWED.
Caswell M1
HVAC SYSTEM #
* FACE NECK VATERIAL
AHU #1 CARRIER MODEL #FX4CNF036, 4 WAY, MULTIPOISE FAN COIL UNIT. 8 KW HEATER. MARK MANUFACTURER MODEL NO. SIZE SIZE SERVICE | NOTES
*
DIRECT EXPANSION NOMINAL CAPACITY = 36,000 BTUH. 1200 CFM NOMINAL. PROVIDE HARD SHUT—OFF TXV VALVE.
3 TON NOMINAL. PROVIDE PROGRAMMABLE THERMOSTAT AND FILTER RACK WITH HINGED DOOR. — _ . COLOR BY ARCHITECT
1/2HP, 4.1A MOTOR FLA, 32A HEAT FLA, 240V, 1 PH, 44.7A MCA, S0A MOCP AHU & HEAT. A CARNES SASM—40 8" DIA ALUMINUM SUPPLY | &YP CEILING MOUNT
_ _ " COLOR BY ARCHITECT
> g B CARNES SASM—40 10" DIA ALUMINUM SUPPLY GYP CEILING MOUNT
OUTDOOR HEAT * CARRIER MODEL #25HBC536A0030, 3 TON OUTDOOR HEAT PUMP UNIT, 15 SEER, PROVIDE CYCLE —— —— COLOR BY ARCHITECT
PUMP UNIT PROTECTOR, LOW PRESSURE SWITCH, CRANKCASE HEATER, 240 VOLT, 1 PHASE. c CARNES RADBH 8" X 4 10" X 6 ALUMINUM suppLy | SOLOR BY ARCHITECT
COMP 16.7A RLA, FAN 1.2A FLA, OUTDOOR HEAT PUMP 22.1A MCA, 35A MOCP.
VY COLOR BY ARCHITECT
RA CARNES RAJBH 14" X 14 16" X 16 ALUMINUM RETURN SIDE WALL MOUNT
HVAC SYSTEM #2
d EA | CARNES RATAF 127 x 12" | 147 x 147 | ALumNum | ExHausT | SRR BY ARCHITECINT
AHU #2 CARRIER MODEL #FX4CNF036, 4 WAY, MULTIPOISE FAN COIL UNIT. 8 KW HEATER. EB 10" x 4 | 12" x 6 ALUMINUM exHAusT | GOLOR BY ARCHITECT
DIRECT EXPANSION *  NOMINAL CAPACITY = 36,000 BTUH. 1200 CFM NOMINAL. PROVIDE HARD SHUT—OFF TXV VALVE. CARNES RAJBH SIDE WALL  MOUNT
FAN COIL UNIT 3 TON NOMINAL. PROVIDE PROGRAMMABLE THERMOSTAT AND FILTER RACK WITH HINGED DOOR.
1/2HP, 4.1A MOTOR FLA, 32A HEAT FLA, 240V, 1 PH, 44.7A MCA, 50A MOCP AHU & HEAT.
HP #2
OUTDOOR HEAT % CARRIER MODEL #25HBC536A0030, 3 TON OUTDOOR HEAT PUMP UNIT, 15 SEER, PROVIDE CYCLE
PUMP UNIT PROTECTOR, LOW PRESSURE SWITCH, CRANKCASE HEATER, 240 VOLT, 1 PHASE.

COMP 16.7A RLA, FAN 1.2A FLA, OUTDOOR HEAT PUMP 22.1A MCA, 35A MOCP.

* OR APPROVED EQUAL

NOTE: 1. AHU HEATER KW RATINGS ARE AT 208 VOLTS.
2. PROVIDE OUTDOOR TSTAT TO PREVENT ELECTRIC HEAT OPERATION WHEN HEAT PUMP CAN MEET THE HEATING LOAD

GENERAL NOTES

1.

— MECHANICAL

ALL WORK SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE STATE CODE AND
ALL LOCAL AND OTHER APPLICABLE CODES.

COORDINATE BORDER TYPE WITH THE CEILING/WALL TYPE. SEE ARCH SHEETS

PROVIDE DUCT TRANSITIONS AS REQUIRED.
sk OR APPROVED EQUAL BY TUTTLE & BAILEY, OR METALAIRE

ENERGY RECOVERY UNIT SCHEDULE

THERMAL PERFORMANCE
FANS / MOTORS DESIGN CONDITIONS ERV OUTLET CONDITIONS ENERGY RECOVERY (THERMAL) CAPACITY
STATIC FAN (ro&%mr voLTS/
EQUIP. PRESSURE M%}?‘RS SINGLE PHASE/ FUSE/CB OUTSIDE AIR TEMP(F) & HUMIDITY ROOM AR TEMP (F) & HUMIDITY LEAVING AIR TEMP(F) & HUMIDITY COOLING CAPACITY |HEATING CAPACITY NOTES:
NUMBER MODEL NO. fow | exmERvw) | MOTORS PONT) | Hz MCA MAX (bB) / (W8 OR RH) (DB) / (WB OR RH) (bB) / (WB) (MBH / TON) (MBH)
SUMMER WINTER SUMMER WINTER SUMMER WINTER TOTAL TOTAL
MICROMETL 700 16.50N H,0|(2) FOR FANS 20
ERV-1 FWVHITHB9000HEF o - 2 14.76 A ;op:z 18.45 25 93F / 74F 16F / 8 75F / 50% 72F / 50% |80.3F / 70.8F | 57.5F / 45 9.6 / 0.8 21.5 ALL
MICROMETL 700 208-230V
ERV-2 0.50IN H,0|(2) FOR FANS| 1476 A | 1 PH 18.45 25 93F / 74F 16F / 8 75F / 50% 72F / 50% |80.3F / 70.8F | 57.5F / 45 9.6 / 0.8 21.5 ALL
FWVH11IH69000HEF CFM 60 HE
NOTES:
1. FLOW & LOADS BASED ON ARI-1060 PERFORMANCE & CERTIFIED CORE.
2. NOT USED.
3. VENTILATION TYPE: STATIC PLATE, HEAT & HUMIDITY TRANSFER.
4. INCLUDE INTEGRAL DISPOSABLE FILTERS (OUTSIDE AND ROOM AIR) WITH MERV8 OR BETTER RATING.
5. INCLUDE SINGLE POINT ELECTRICAL POWER CONNECTION.
6. HOUSING SHALL BE GALVANIZED, .20 GAUGE (OR THICKER) STEEL WITH LAPPED CORNERS.
7. OR EQUALS BY SEMCO, OR THYBAR.
8. SERVICE ACCESS DOORS SHALL BE GASKETED & PROVIDE ACCESS FOR MAINTENANCE OF ALL COMPONENTS.
9. INCLUDE INSULATION ON ALL CASE WALLS & DOORS.
10. INCLUDE THERMALLY PROTECTED MOTORS WITH STARTERS.

-
N =
™7

UL LISTED 1995
PROVIDE WITH FUSED DISCONNECT SWITCH.

LEGEND - MECHANICAL

12X 8 RECTANGULAR GALVANIZED STEEL DUCTWORK

? 12" DIA. 9

RIGID ROUND GALVANIZED STEEL DUCTWORK

FLEXIBLE DUCT

SUPPLY DIFFUSER

RETURN GRILLE

THERMOSTAT
WITH LOCKING, VANDAL PROOF COVER

REMOTE DUCT MOUNTED TEMPERATURE SENSOR

L@@E@g

MANUAL BALANCING DAMPER

m<— GRILLE TYPE
W<— MIN. CFM

OUTDOOR AIR CALCULATIONS

OUTDOOR VENTILATION AIR PROVIDED PER TABLE 4033, 2012 NORTH CAROLINA
STATE BUILDING CODE: MECHANICAL CODE.

APPLICATION CFM/FLUSHING FIXTURE
TOLIET ROOMS 70 CFM EACH

17 FLUSHING FIXTURES X 70 CFM = 1180 CFM

1400 CFM EXHAUST PROVIDED BY (2) ERVS

APPLICATION CFM/SQFT.
CORRIDORS/UTILITIES 0.06 CFM/SQFT.

1071 sQ. FT. X 0.06 CFM/SQFT. = 64 CFM

TOTAL OUTSIDE AR REQUIRED - 1254 CFM
TOTAL OUTSIDE PROVIDED - 1400 CFM

AHU-1 / ERV-1 = 700 CFM PROVIDED
AHU-2 / ERV-2 = 700 CFM PROVIDED

MECHANICAL SYSTEMS AND EQUIPMENT

METHOD OF COMPLIANCE:

L

Prescriptive Energy Cost Budget

Thermal Zone 4A

Exterior Design Conditions

16 F
93 F

winter dry bulb
summer dry bulb

Interior Design Conditions

winter dry bulb 72 F
summer dry bulb 75 F
relative humidity 507%

Building Heating Load 91,600 BTU /hr
—43,120 BTU/hr (heat wheel reduction)

48,480 BTU/hr

Building Cooling Load 62,700 BTU/hr

—19,600 BTU/hr (heat wheel reduction)
)1 r

Mechanical Spacing Conditioning System

Unitary — The building is served by (2) two 3 ton split system heat pump units
with with (2) two enerygy recovery ventilators.

Boiler —
Chiller —

Not applicable to this project.
Not applicable to this project.

Equipment efficiencies

Efficiencies and outputs are listed on equipment
schedules — See drawings.

Equipment schedules with motors.

Motors used on this project are included
in the efficiency rating of the unit. See drawings for efficiencies.

DESIGNER STATEMENT:

To the best of my knowledge and belief, the design of this building complies with the
mechanical system and equipment requirements of the 2012 North Carolina State Building
Code: Energy Conservation Code.

WEEKS

TURNER
ARCHITECTURE

WEEKS TURNER ARCHITECTURE, PA
3305-109 Durham Drive

Raleigh, North Carolina 27603
919.779.9797 fax: 919.779.0826
www.weeksturner.com

ENGINEER

SURIKE DESIGN GROUR, Pa
CONSULTING ENGINEERS

3305-109 Durham Drive
Raleigh, North Carolina 27603
919.771.1916 fax: 919.779.0826
email: benburke@nc.rr.com

Corp. License # C-2652

DocuSigned by:

B Burke

C93761FB80F34D5...

11/5/2016

STATE ID# 16—16107—-01A
WBS ELEMENT 51213.022

PROJECT TITLE
CASWELL COUNTY
REST AREA

usS 29
PELHAM, NORTH CAROLINA

PROJECT NO.
1504b

DRAWING TITLE
HVAC
SCHEDULES /DETAILS

PLOT DATE 11,/03 /16

This original sheet is 22" x 34";  other dimensions

indicate it has been altered.

Al information on this sheet is the property of
Weeks Tumer  Architecture
duplicated in whole or in part

authorization from Weeks Turmer Architecture. 2016



DocuSign Envelope ID: AD626670-7005-4A19-A38D-DC6365ADODE1

[] [] [] [] WEEKS

TURNER
ARCHITECTURE

WEEKS TURNER ARCHITECTURE, PA

***** i —— —— 3305-109 Durham Drive

i ] ] ] i Raleigh, North Carolina 27603
919.779.9797 fax: 919.779.0826

www.weeksturner.com

TLJ
=

ENGINEER

SURIKE DESIGN GROUR, Pa
CONSULTING ENGINEERS

3305-109 Durham Drive
Raleigh, North Carolina 27603
919.771.1916 fax: 919.779.0826
email: benburke@nc.rr.com

I I I I ‘ ‘ - _ T : H
| ‘; {\‘ \ = % \ %‘ \F —— Corp. License # C-2652
il % LQ ot . oy,
| e \ SRS,
‘ ‘ ‘ =X 2 * ;j N 1N @Q‘o° ss°°/¢o¢
L | -~ i S §o°o?£ /04,°o v 2
il T~ I 7 RN S So& 7% ©
L }ﬂ — | / i g ¢ SA "o 8
N /
o o o ! / il Lo 8 8
_ — / () 0
ol Jj \lTu \\ﬂ I F\ N N o7 ] /L*—*—*—? : L] %oo?’./;i;gly}}é:' Q:l;&@
L _ %091/ g
a J 1 ‘} WA LR
M T \ / | :
H H i J I 7# | L\, ————— DocuSigned by:
H T _X H‘ - _H - - I — B H—fff —‘*7:7:7:; m M{/
,H /\J*ﬁL HH ENS JH . 'f‘h' 7' )F I ‘ ‘ ‘ ‘ 77777777 ‘7 C93761FB8OF34D5...
IRTARY " ¥°% SR VANSNT £ 1 Tl - @( joxd
oS L ) RS | | | @ (3% | s S 11/5/2016
i B H ﬁ I ﬂ/;]\m | X X | ;
= — 1l Lo HLDIJ¥ r__x__ T — — % — —|% _'Lx_ ‘ //
® %5 [ I | T B 7
- e X X X e L } T i ] -
Y X2 S X7 | X /7 2 /Ny I || N
,l--'_x';L_'.r—-q' EAT _4 >Ik / \ // N I L m .
L Ex g Taemeamex =X o 5N Hﬁ Y -1 \
ATTIC ;[. [ I P
ACCESS | | * | I I ﬂ‘ i ‘\r
' | [ G = = |
X (- X— — — X— — x| =% = P P R o
X — % —X ; I I oo ™ 0
e A RS sy o o o o o o
Y. (EERE ¥ WU e
| U 14‘ HH U HH 1‘ | | (¥ 55— ‘TV |
\ HH e HH | X | )F \ | I
| Kt — sl =] el =1 — b I ACCESS {
| \ I | OUTLINE (APPROX.) O
L | Ml ‘I OF MECHANICAL L
e _l U ‘ 2 § * )Ik >Ik PLATFORM IN ATTIC i |
*_\II 7:\‘( ?'—F ‘7/L L /7 - JI I I 0 =5 - =0 - - ||\ - -
LQI?’H‘ J - T J S T ] STATE ID# 16—16107—01A
|2 - I | % X = WBS ELEMENT 51213.022
HP || L = OUTLINE (APPROX.) X FX———%——% 1@ |
Ll | OF MECHANICAL | — = — —
[ [IN] ‘ | PLATFORM IN_ATTIC. | | [ !
L e — x| — el e — — [ — - . | || AH
1 g% ¥ , =
R T x % 2 | H ?j\ ?1 ﬁ . B/ = iin PROJECT TITLE
H - o ()
]| ; | 1l | | )Ifxq/ H \LU le Nz i g/ \} - | ‘1” | CASWELL COUNTY
X o X X o ¥ . H - —HJ— I x }‘ AT N } REST AREA
ACCESS =
———————————— i————————————i——————————————0U'||'|_|NE(AppRox) : | | HH ‘ l \\ ‘ “L‘ uS 29
| | | | | | | | oF MEGHANICAY | \ B ‘ PELHAM, NORTH CAROLINA
________________________________________ PLATFORM IN ATTIC. % Ag\ Jg\ J% H% =1
U ) 0 ) N Iy Il Y e . PROJECT NO.
: \\V \\V/ AN = \ . H \ . ‘1 1 I 1504b
————————————————————————————————————————— + =
S - |
| | | | | | | | X - DRAWING TITLE
-
————————————————————————————————————————— *—= | I A 1= _i' | EXISTING HVAC
% n | | PLAN
X
@@ ©L (%) \1” | ( )
=== I ] ‘ ‘ R e ey |
;\ | ;\ | ‘ ‘
777777777 | - 'y
[ R |
| N |
\ / \
\‘ 4 » ~ \‘
L~ ~ - - - f |
DEMOLITION SCOPE — REST AREA SIDE ONLY: [ )
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KEY NOTES FOR HVAC DRAWING 1/M3

(1) AR HANDLING UNIT ON MECHANICAL PLATFORM IN ATTIC. (5) OUTDOOR HEAT PUMP UNIT MOUNTED ON 4” THICK CONCRETE PAD. @) RUN DUCTWORK CONCEALED IN ATTIC SPACE. (TYPICAL).
KEY NOTES FOR ELECTRICAL CONNECTION DRAWING 2/M3
SWITCHBOARD (2 ERV ON MECHANICAL PLATFORM IN ATTIC. (6) HIGH SIDEWALL MOUNTED SUPPLY AIR DIFFUSER. (2 ATTIC ACCESS PANEL BY GENERAL CONTRACTOR.
(D EQUIPMENT OF TRADES OTHER THAN ELECTRICAL. (® 12" DIA. OUTSIDE AIR DUCT UP TO ROOF MOUNTED OUTSIDE AR (D HIGH SIDEWALL MOUNTED RETURN AR GRILLE. @ RUN DUCTWORK AS HIGH AS POSSIBLE OVER ATTIC MECHANICAL PLATFORM TO
(@ CONDUIT &WIRING BY HVAC PLUMBING CONTRACTOR, OR ::Iﬁig :ggg' ;:KEEBEH:(;bAIB.ETI)OESRN’;;N.MZTJ?: é:ATAE);T;EU iTz"DISCHARGE' HIGH SIDEWALL MOUNTED EXHAUST GRILLE PROVIDE CLEARANCE FOR ATTIC ACCESS PANEL AND MAINTENANCE PERSONNEL.
OTHER TRADES @ ' ' RUN PIPING CONCEALED IN ABOVE CEILING.
® IF AN ADDITIONAL DISCONNECT IS REQUIRED BY NEC,T O ANELBOARD MOTOR CONTROL (@ 12" DIA. EXHAUST DUCT UP TO ROOF MOUNTED EXHAUST HOOD. DISCHARGE (9 REMOTE DUCT MOUNTED TEMPERATURE SENSOR.
' CENTER SHALL BE 10'-0" MIN. FROM ANY OUTSIDE AIR INTAKE. EXHAUST HOOD SHALL . (@ RUN REFRIGERANT PIPING DOWN CONCEALED IN EXTERIOR WALL.
SHALL BE PROVIDED AND INSTALLED BY THE EQUIPMENT r———— " WALL MOUNTED THERMOSTATS. MOUNT AT 48" AFF.
CONTRACTOR 1 ® BE EQUAL TO CARNES MODEL GSAA, SIZE 12". WEEKS
: I @ | } \ RUN CONDENSATE PIPING DOWN CONCEALED IN EXTERIOR WALL. STUB OUT AT
' 8" ABOVE FINISH GRADE AND TERMINATE WITH ELBOW TURNED DOWN IN
@ A COMBINATION STARTER OR VFD MAY BE USED IN LIEU | r—t—- B ARDOYE IS TURNER
OF A SEPARATE DISCONNECT SWITCH AND STARTER. I | -—_————— — — — — — — — - — - — - - — T — —
LOCATE ADJACENT TO EQUIPMENT. L
_____ s ARCHITECTURE
(B FEEDER CIRCUIT WIRING AND CONDUIT IN ELECTRICAL A | |
WORK. SEE PANELBOARD SCHEDULES FOR WIRE AND r 1 — 7
BREAKER SIZES. 10 ® I I | [ [ [ [ |
ROOF TOP | |
(® JUNCTION BOX MAY BE SHOWN ON ELECTRICAL PLANS | QUIPMENT | L1 | |
FOR SOME EQUIPMENT IF NO STARTER OR DISCONNECT IS L Swrck | |
SUPPLIED, A JUNCTION BOX SHALL BE INSTALLED L= 4 [
ADJACENT TO EQUIPMENT. THE ELECTRICAL | | | |
CONTRACTOR SHALL PROVIDE LINE SIDE WIRING TO THE f———— 1 I @ |
JUNCTION BOX. LOAD SIDE WIRING WILL BE PROVIDED BY T [ty I WEEKS TURNER ARCHITECTURE, PA
MECHANICAL CONTRACTOR OR OTHER TRADES. | ~E ] | | O O O O O | 3305-109 Durham Drive
() PROJECTS UTILIZING AN MCC. THE STARTER, CB, OR VFD IN | :- = ' : : ' | | Raleigh, North Carolina 27603
JECTS UTILIZI : , CB, ! .
THE MCC ARE PROVIDED BY THE ELECTRICAL L ——— A I ! 919.779.9797 fax: 919.779.0826
CONTACTOR. | L . | ‘ ‘ www.weeksturner.com
f————— e — L
®IN ALL CASES THE EQUIPMENT CONTRACTOR SHALL MAKE | @ 1 I |_®1_'
FINAL CONNECTIONS, START UP, AND TEST EQUIPMENT. | I ~F J\@ r | O |
®IF THE ROOF TOP EQUIPMENT IS NOT PROVIDED WITH | :- 1= ®\+ | ‘ ‘ ‘ : : : | |
BUILT IN SWITCH, THE ELECTRICAL CONTRACTOR SHALL L | | l | | | | | | ] | ENGINEER
PROVIDE A DISCONNECT swiTcH. b 4 <—q
@IN A SINGLE PRIME CONTRACT, IT IS THE RESPONSIBITY OF THE | | | B ?éJNFgSETDIEEé?\%Eg‘E%JF' ra
PRIME CONTACTOR TO COORDINATE BETWEEN THE ELECTRICAL | @ _
AND OTHERS TRADES. | | ‘ ‘ D 3305-109 Durham Drive
| O i ¥ Raleigh, North Carolina 27603
- ‘ ‘ G 919.771.1916 fax: 919.779.0826
2 ELECTRICAL EQUIPMENT CONNECTION email: benburke@nc.rr.com
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ELECTRICAL LEGEND

2012 NC ENERGY CODE ELECTRICAL SUMMARY A LINEAR FLUORE?CENT LIGHT FIXTURE: LETTER DENOTES TYPE OF )
LIGHT FIXTURE (REFER TO LIGHTING PLAN AND FIXTURE SCHEDULE). WEEKS

Method of Compliance: CABINET EXHAUST FAN T U R N E R
RSTRAE S0 [ Presrinive. O3 perormane ARCHITECTURE

ELECTRICAL SYSTEM AND EQUIPMENT

@: DUPLEX RECEPTACLE — 120V; MOUNT 18” TO CENTER AFF UNLESS
Lighting schedule (each fixture type) NOTED OTHERWISE; ‘WP’ INDICATES WEATHER PROOF, ‘GFI’ INDICATES
lamp type required in fixture WP /GFI GROUND FAULT CURRENT INTERRUPT PROTECTED.
number of lamps in fixture "L’ INDICATES LOCKING COVER, PROVIDE KEY.

ballast type used in the fixture See Light

number of ballasts in fixture Fixture Schedule QUADRAPLEX RECEPTACLE — 120V

total wattage per fixture

total interior wattage specified vs allowed 1307 va/ 1374 va
(whole building or space by space)

total exterior wattage specified vs allowed

WEEKS TURNER ARCHITECTURE, PA
3305-109 Durham Drive

Raleigh, North Carolina 27603

LIGHT SWITCH WITH INTEGRAL INFRARED MOTION SENSOR FOR 919.779.9797 fax: 919.779.0826
AUTOMATIC SHUT—OFF WITH UP TO 2 HOUR ADJUSTABLE DELAY. www.weeksturner.com

LIGHT SWITCH

Additional Prescriptive Compliance

[]506.2.1 More Efficient Mechanical Equipment
[ 506.2.2 Reduced Lighting Power Density
[]506.2.3 Energy Recovery Ventilation Systems
X1 506.2.4 Higher Efficiency Service Water Heating

[] 506.2.5 On-Site Supply of Renewable Energy MOTOR RATED SWITCH

[] 506.2.6 Automatic Daylighting Control Systems

4" SQUARE DEVICE BOX

JUNCTION BOX ENGINEER

SURIKE DESIGN GROUR, Pa
CONSULTING ENGINEERS

BRANCH CIRCUIT

CONDUIT Raleigh, North Carolina 27603

BOX DEVICE COVER WITH RAISED —— 919.771.1916 fax: 919.779.0826

PULL STRING ABOVE CEILING. PROVIDE WIRING BACK TO SERVICE ENTRY. D 3305-109 Durham Drive
MAIN TELEPHONE PANEL— PROVIDE 2'X2’ FIRE RESISTANT BACKBOARD. G

SM
v TELE/DATA OUTLET — PROVIDE JUNCTION BOX AND CONDUIT WITH
MTP
——
[ TC]|
P A

AN o L R PROVIDE (2) 2" CONDUITS TO TELEPHONE SERVICE RIGHT—OF—WAY. email: benburke@nc.rr.com
RING OT FINISH FLUSH WITH SEE SITE PLAN FOR LOCATION. Corp. License # C-2652
WALL.
| —MAKE CIRCUIT JOINT WITH TC TIME. CLOCK s‘““““(l:m”””%
TWIST—ON CONNECTOR AND S \\'\“A/?o( %,
CONNECT TO DEVICE WITH SINGLE—POLE HOMERUN TO PANELBOARD §°Q;o°£ssl°o°4p¢¢
SINGLE LEADS. SDLKE>%0,2%75 %
(L S o ¢ %5 2
TWO—POLE OR 3—-POLE HOMERUN TO PANELBOARD g8 o °o B
8 9 22038 ¢ §
DEVICE TRIM PLACE S % e 8
~— [N——1 #12 A WG SOLID COPPER GREEN 26 of,yc < ooq,g'
GREEN INSULATED JUMPER EMERGENCY LIGHT %, , 20 GINES QS
TO BOX BONDING SCREW. %5MIN £ X3
%00p0g50e™™
EXIT EXIT LIGHT
DocuSigned by:
1 #12 A WG SOLID COPPER GREEN
INSULATED JUMPER TO DEVICE \ [/ B Burke
GROUNDING SCREW. 0 COMBINATION EXIT/EMERGENCY LIGHT e
BRANCH CIRCUIT WIRING 11/5/2016

1 RECEPTACLE GROUNDING DETAIL T SWTCH LEG
NOT TO SCALE —|||

GROUND CONNECTION

—l DISTRIBUTION PANELBOARD
PANEL A
—r DISCONNECTING MEANS AS REQUIRED BY CODE
() EXTERIOR PHOTOCELL
ELECTRICAL NOTES
ADA DOOR OPERATOR BUTTON
(D) EQUIPMENT OF TRADES OTHER THAN ELECTRICAL.
(@ CONDUIT &WIRING BY HVAC PLUMBING CONTRACTOR, OR SWITCHBOARD
OTHER TRADES
@ IF AN ADDITIONAL DISCONNECT IS REQUIRED BY NEC,IT
SHALL BE PROVIDED AND INSTALLED BY THE EQUIPMENT
CONTRACTOR. S— ONTRO:Z’
PANELBOARD CENTER
@ A COMBINATION STARTER OR VFD MAY BE USED IN LIEU f————— 1 STRUCTURAL CEILING
OF A SEPARATE DISCONNECT SWITCH AND STARTER. | @ ® )
LOCATE ADJACENT TO EQUIPMENT. | I ! \
' rt—- @V N 30" MINIMUM OR STATE ID# 16—16107—-01A
FEEDER CIRCUIT WIRING AND CONDUIT IN ELECTRICAL
© o, SoE. PANELBOARD SCHEDULES. FOR WIRE. AND L ) W'°“'Lj" EQUIP. WBS ELEMENT 51213.022
BREAKER SiZES. k== ==-
( )
®) JUNCTION BOX MAY BE SHOWN ON ELECTRICAL PLANS 'O 1 R T
FOR SOME EQUIPMENT IF NO STARTER OR DISCONNECT IS ' o | | | AKX :o:o:;,{ ~—— SUSPENDED CEILING PROJECT TITLE
SUPPLIED, A JUNCTION BOX SHALL BE INSTALLED L 1 I I ,:,:::::::3: ::3:3::::333300
ADJACENT TO EQUIPMENT. THE ELECTRICAL | CQUIPMENT | I I T~ OI0Iotetete0 ootk % 0 WAL CASWELL COUNTY
CONTRACTOR SHALL PROVIDE LINE SIDE WIRING TO THE I | | TOTI0I000%0%0%0 $20se% S0 2
JUNCTION BOX. LOAD SIDE WIRING WILL BE PROVIDED BY L _ swrcH _ RIXHLKIK ALK AR REST AREA
MECHANICAL CONTRACTOR OR OTHER TRADES. | I DRI SOQIToeTesecesy 5o 0 So%y fote!
b I %% %000 P2 0% %% o%0%e% %% o% ELECTRICAL EQUIPMENT
r————- I @ | S| IR RRAE AL o Us 29
(?) PROJECTS UTILIZING AN MCC. THE STARTER, CB, OR VFD IN 1® ! I [ starter | | : 3:3:3:::::;::’3’/&:: ::::3:313";:3::’ Y ~
THE MCC ARE PROVIDED BY THE ELECTRICAL I |l _ . =P P! I S| JRREREEAERIIRLLT ™S EVEN WITH FRONT EDGE g 1505 ooy &4 —NO PIPING, DUCTS, OR EQUIPMENT PELHAM, NORTH CAROLINA
CONTACTOR. | r 1%, | I T 02030502030 00%0! 1O00%8 9500020 S0teo0ss OF EQUIPMENT ; o8 9008 FOREIGN TO THE ELECTRICAL INSTALLATION
| R | Backibas N1 S FaeE e 2o PROECT NO
< o = 4
O FAL CORNECTIONS. START Up. ND, 1281 EQUNENT: Lo - ‘ | o PR Sssssissos 1iee) Soesessns DEDICATED ELECTRICAL 8l P ‘
' ' : e L b T SOOOOtoe e t0t: Eotives Lotetetetotess EQUIP. WORKING CLEARANCE 2L 3&3 1504b
—-———r—- SRS <
® IF THE ROOF TOP EQUIPMENT IS NOT PROVIDED WITH | @ 1 I L® oS00 00t0%e%0: bote%et Bine s tatotels S SPACE_CONTINUES THRU
BUILT IN SWITCH, THE ELECTRICAL CONTRACTOR SHALL | — I—' 0’0.0.0.0.0.0’ 0’,{"0"&\’0.0.\\‘0.2 O\ ,\,20"\ SUSPENDED CEILING DRAWING TITLE
PROVIDE A DISCONNECT SWITCH. I r— oF— - ___ _1\(2 O I IS S 40 :
| 1<, e—, AL IELS & S ELECTRICAL
| Z5RL TSSO LAY=IN CEILING n
@IN A SINGLE PRIME CONTRACT, IT IS THE RESPONSIBITY OF THE L | IORSEIHS 0305 Rodeleteteteteteseses o ~— WALL LEGEND /DETAILS
PRIME CONTACTOR TO COORDINATE BETWEEN THE ELECTRICAL L —e e 4 K L PRRHLIEIRES F
AND OTHERS TRADES. —== 8 ’ WALL & [ Y
I 3585 ELECTRICAL EQUIPMENT SPACE SHALL
() | = BE NOT LESS THAN THE WIDTH AND
: I THIS FIGURE ILLUSTRATES THE WORKING % ™™ DEPTH OF THE EQUIPMENT.
I SPACE IN FRONT OF THE ELECTRICAL S o
L= EQUIPMENT REQUIRED BY SECTION 110.26 ; po0y 18 ‘
i oY 008
OF THE N.E.C. i o o
ELECTRICAL EQUIPMENT CONNECTION SRR TN -
2 WHERE THE CONDITIONS ARE AS FOLLOWS: 1004 o5 SPACE—ABOVE AND BELOW .
0%
PER ARTICLE 110.26 OF N.E.C. SPACE AND NO LIVE OR GROUNDED PARTS ON THE
OTHER SIDE OF THE WORKING SPACE, OR EXPOSED LIVE
PARTS ON BOTH SIDES OF THE WORKING SPACE THAT
WORKING CLEARANCES ARE EFFECTIVELY GUARDED BY INSULATING MATERIALS. [ 1
VOLTAGE TO MIN. CLEAR DISTANCE IN FEET 2 E’éi?:?mm%"ﬁaﬁﬁﬁﬁ Dov; A??NI'ES %lal-: TI(-:I)E (';HTEE\QJOSR:SEIG FLOOR
GROUND NOMINAL X
CONDITION: _1 2 3 OF THE WORKING SPACE. CONCRETE, BRICK OR TILE PLOT DATE 9/16/16
0150 3 3 /2 3 WALLS SHALL BE CONSIDERED AS GROUNDED.
151— —
3 géiggED LIVE PARTS ON BOTH SIDES OF THE WORK ELECTRICAL EQUIPMENT DEDICATED SPACE
' PER ARTICLE 110.26.F.1 OF N.E.C.
( )
This original sheet is 22" x 34";  other dimensions
3 JELECTRICAL CLEARANGES 2} DEDICATED SPACE e o e

NOT TO SCALE Al information on this sheet is the property of
Weeks Turner  Architecture and may not be
duplicated in whole or in part without written
authorization from Weeks Turner Architecture. 2016
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NOTE:

THE INFORMATION SHOWN ON THIS DRAWING IS FROM PREVIOUS PERMIT DRAWINGS AND FIELD INVESTIGATION.
THE CONTRACTOR IS RESPONSIBLE FOR VISITING THE SITE AND FIELD VERIFYING ALL RELEVANT INFORMATION.
THE SUBMISSION OF A BID INDICATES ACCEPTANCE OF EXISTING CONDITIONS. NOTIFY THE ENGINEER

OF ANY DISCREPANCIES NOTED.

JTHE SCOPE OF DEMOLITION IS AS FOLLOWS—

REMOVE ALL EXISTING LIGHTING AND CIRCUITS BACK TO THE PANEL AS NOTED.

REMOVE ALL DEMO’ED LIGHT FIXTURES AND PROPERLY DISPOSE OF ALL FIXTURES, BALLASTS, ETC.
REMOVE ALL DEVICES AS SHOWN. REFEED ANY DEVICES REMAINING DOWN LINE FROM REMOVED DEVICE.
REMOVE ALL WIRING AND CONDUITS BACK TO CONCEALED JUNCTION POINT.

= — — —

e

EXISTING LIGHTING PLAN

SCALE: 1/4" = 1'-0"

= — — —
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WEEKS TURNER ARCHITECTURE, PA

3305-109 Durham Drive
Raleigh, North Carolina 27603
919.779.9797 fax: 919.779.0826
www.weeksturner.com

ENGINEER

SURIKE DESIGN GROUR, Pa
CONSULTING ENGINEERS

3305-109 Durham Drive
Raleigh, North Carolina 27603
919.771.1916 fax: 919.779.0826
email: benburke@nc.rr.com

Corp. License # C-2652
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Caswell E3
LIGHTING SCHEDULE =
LAMPS  |BALLAST
[MARK|MANUFACTURER CATALOG NO. VOLT. kT Tl 1ype [REMARKS
A |FNELITE HP—4ID—8'—S—S—3500K—TG—120V—FA—SC—C4 | 120 |- |LED |36 | - |SURFACE—MOUNT INDIRECT/DIRECT LUMINAIRE
B |coLumBiA CS4—232—-EPU—CSWG4 120 |2 | 18 |32| EB |48 STANDARD STRIP, WIRE GUARD *%
¢ |Prescoute | LFeLED-6LFLED540K 120 |- |Lep |16.3] -  |6” RECESSED CAN, IC RATED
D |PREScOUTE | LF8LED-8LFLED740K 120 |- |Lep |33 | - |EXTERIOR 8" RECESSED CAN B B B B
D1 |PRESCOLITE | LFBLEDEM—BLFLED740KEM 120 |- |ep |33 | - |ExTERIOR 8" RECESSED CAN, EMERGENCY BALLAST WEEKS
E |puAL-uITE PGN 120 |- |ep |17 | -  [EXTERIOR NORMAL/EMERGENCY LIGHT FIXTURE- COLOR BY ARCH TU RN ER
F |accuuTte S411L3—2K—SP—BLK—1 120 |- |Lep |50 | -  |SHEPHERD HOOK, EXTERIOR SIGN LIGHTING, WET LOCATION AR CHITE CTURE
¢ |PRESCOLITE | LFALEDG4—4LFLEDSG430K 120 |- |epo [15| - |4 RECESSED CcAN _ - - T T~ P e _ T T T T _ T T T T
H |FINELITE HPR—LED—A—2X2—DCO—S—8—35—120V—SC—sM | 120 |- |LED |30 | - |HIGH PERFORMANCE, SURFACE—MOUNTED 2X2 QD 80 80 80 8‘0 ~ <
J |FNeuTE HPR—LED—A—2X4—DCO-S—8—35—120V—SC-SM | 120 |- |LED |40 | - |HIGH PERFORMANCE, SURFACE—MOUNTED 2X4 / N .
K |H.E WLLAMS | ASMS—4—L46/835—A—DRV—-UNV 120 |- |Lep |50 | -  |ARCHITECTURAL SURFACE MOUNT LIGHT FIXTURE / ‘\
[
L |PrRescouTE | LBSSLEDA6L30K 120 |- |ep |13 | - |5” SURFACE MOUNT LED DOWNLIGHT |
MULE PVT—1-B—R-U—BA-SD 120 |- |LED |2 | -  [EXIT LIGHT WITH BATTERY, CLEAR GLASS, UNIVERSAL SURFACE, SELF DIAGNOSTICS | <))D WEEKS TURNER ARCHITECTURE, PA
MULE AL—1—R—WW—SD 120 |- |ep | 4 —  |cOMBINATION EMERGENCY (TUNGSTEN)/ EXIT (LED) LIGHT — \ | — gz?;;hogN%?tLh?)r:rcE))lir;\;eNBOS
L [MULE ELW—BB—10L3-DG 120 |- |epo |10 | -  [EMERGENCY LIGHT, BATTERY BACKUP, BATTERY DIAGNOSTICS, COLOR BY ARCH \ | 919.779.9797 fax: 919.779.0826
\ www.weeksturner.com
* OR APPROVED EQUAL BY LITHONIA/DAYBRITE. PROVIDE CUT SHEETS FOR OWNER APPROVAL PRIOR TO ORDERING FIXTURES. FOR FLUORESCENT FIXTURES CONTROLLED BY |
MOTION SENSOR, PROVIDE "PROGRAMMED RAPID START" BALLASTS. CATALOG NUMBERS ARE FOR REFERENCE ONLY, ACTUAL NUMBERS MAY VARY.
‘EB’ DENOTES ELECTRONIC BALLAST. b ] i |
%% VERIFY FIXTURE HAS INTEGRAL LOCAL DISCONNECTING MEANS PER NEC 410.130 (G) (2011). / " " " | [
THE EMERGENCY LIGHTS AND EXIT SIGNS MUST HAVE INTEGRAL BATTERIES, CHARGERS AND TEST SWITCHES. | \ ENGINEER
l - =t \ sURIKE DESIGN GROUR, Pa
l (p B CONSULTTING ENGINEERS
— T — — — — — T —
_ - -~ f@_/ - ~ fgr - ~ < D D 3305-109 Durham Drive
/ ~N l | Raleigh, North Carolina 27603
N y | 919.771.1916 fax: 919.779.0826
/ T as T \\ L] ! . H H H I ] email: benburke@nc.rr.com
/ \ - - Ltlﬁ-d \ \ \ l Corp. License # C-2652
/ \ | 0000,
] \ N o0000000g,,
/ A : ' \ o | SxR.Sak0 %
HH A-4 \ L < 1 S Q‘o°°°°°°o(/ 2.
| [ - T T T T = \ LN NOTE: \ $§o°o?£ss/04,°o4-’7%
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, - MEN 1 [N / - D S 0% S §
\ STt
l / ’oo /09000600, $
. o;’;'f/N £© “@
| ) o H H H / 00000000
‘ A _:- ) 1 , DocuSigned by:
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. N VISITOR - 11/5/2016
\ L N1 1 CENTER / \
NOTE:
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H H H H WEEKS
NOTE:
T Bt som, o414 b S0V ML s, 00 250 ESTEAT TURNER
THE SUBMISSION OF A BID INDICATES ACCEPTANCE OF EXISTING CONDITIONS. NOTIFY THE ENGINEER ) ARCH ITECTU RE
OF ANY DISCREPANCIES NOTED.
THE SCOPE OF DEMOLITION IS AS FOLLOWS—
REMOVE ALL DEVICES, WIRING AND CIRCUITS BACK TO THE PANEL UNLESS OTHERWISE NOTED.
REFEED ANY DEVICES REMAINING DOWN LINE FROM REMOVED DEVICE.
REMOVE FIRE ALARM SYSTEM IN IT'S ENTIRETY. PROVIDE BLANK COVERS ON ALL REMAINING FIRE ALARM
JUNCTION BOXES IN AREAS THAT AREN'T BEING DEMO'ED. [
WEEKS TURNER ARCHITECTURE, PA
. . . 3305-109 Durham Drive
H ] ] ] H Raleigh, North Carolina 27603
919.779.9797 fax: 919.779.0826
www.weeksturner.com
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|: :| ENGINEER
| | B sURKE DESIGN GROUR, Pa
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o L email: benburke@nc.rr.com
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| - Pl ALL POWER, WIRING AND CIRCUITING I| S & 1,07 2
| 'PI > T~ , IN THE VISITOR CENTER SHALL | 8 oF SEFAL o B
1 || N ~ Y REMAIN  (TYPICAL) b S 3 o0 o B
| | v / REMOVE ALL FIRE ALARM DEVICES, ETC. | 2 2 °> §
|| | \ @ ] [ - | 2% °°°<°4, £$o°°‘</§
i __!_:J | | A 7 it %0(3’/ °°€,§oto°° *;Q@
- = o 4 | N 0aMIN . B
' ! | N/ %000p0500®
i H‘ T |I \ i
|| "|| ||" __|J \l DocuSigned by:
I I il ' P Purke
|| S ::|l P ||::7 C93761FB80F34D5...
IEZAR 7N T
ot ) b () U N\, ” | o S 11/5/2016
SERVICE CABINET l I r/z I r/z j
TRANSFORMER| (= = = I TR « SN NN I B = S | ; :|-‘ i ;
METER I A-14 /
EXISTING | I %
BASE PANEL [ / .
MDP :I ) / » ~ o
“EXISTING A-1,3 ‘ - A-23 . \
N |
METER | VIA/SlTEIRI | S ——
BASE [I: GENTER - ) S
~]/sitE ! |
' LiGHTING | \
A AHU-1 [ \
% U A | K -
LUl Ll lij o Ll |7=F‘7 Ll ‘
ARSI
i N . I . | -
{ il |
A-9,11 | i | !
I I I — [
ll I II
[y A I |
i P 5 L
! n J |
Lill Ll (D] s N\, e P T
1 AT 7N i ]
1 P T — STATE ID# 16-16107—-01A
I' = OUTLINE (APPROX.) A—22 | WBS ELEMENT 51213.022
i A
| o 1D : : | ' )
| L g
I . TF PROJECT TITLE
| | TS t [an ) IR (e | |
! L NG NG | CASWELL COUNTY
= S I o
< ) I I | REST AREA
] [ I | |I Us 29
I I H
I I I PELHAM, NORTH CAROLINA
3\\
I ! PROJECT NO.
A u 1504b
A-18 ALt6 DRAWING TITLE
mi EXISTING POWER
I| PLAN
=/ | | [ — [ |
—_— EXISTING | |
E===x === - . : ZI PANEL | |
! ) I-:- (1 _D - — _! I"
| ;)\ |
\ |
I / I
AN
] ) ]
| [ |
@ qP DEVICE TO BE REMOVED
(TYPICAL) PLOT DATE 9/16/16
T
@ <H> DEVICE TO REMAIN IN PLACE 1 EXISTING POWER PLAN =
(TYPICAL) SCALE: 1/4" = 1'-0" S
O L |
=z

This original sheet is 22" x 34";  other dimensions
indicate it has been altered.

All information on this sheet is the property of
Weeks Tumer Architecture and may not be
duplicated in whole or in part without written
authorization from Weeks Turner Architecture. 2016



DocuSign Envelope ID: AD626670-7005-4A19-A38D-DC6365ADODE1

[ ] [ ] [ ] [ ]
15 ARCHITECTURE
| |
WEEKS TURNER ARCHITECTURE, PA
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Raleigh, North Carolina 27603
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ENGINEER
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Caswell E7

REVISED PANEL D’

MAKE: _SQUARE D
TYPE: _NQOD

RATING: 120/240 1 PHASE 3 WRE
MOUNTING: SURFACE

MINIMUM AIC: _VERIFY

MLO MAIN CIRCUIT BREAKER
EQUIPMENT GROUND BUS ____JX(YES [INO
SERVICE ENTRY RATED ____ [IYES JXINO

LOAD CKT | WATTS PER PHASE | CKT | NEUTRAL |CKT [ WATTS PER PHASE | CKT LOAD
SERVICE BRKR A B NO A B NO A B BRKR SERVICE
AIR HANDLER 60A —— 1 M N2 ——= 20A |LIGHTS DISPLAY AREA
- — 3 [ 4 - 20A |LIGHTS DISPLAY AREA PHOTOCELL
BATHROOM FAN & LIGHT 20A - 5 | AN — 20A |LICHTS COUNTERTOP
EXIT & EMERGENCY LIGHT 20A — 7 | N8 — 20A |TRACK LIGHTS
REC. AT WATER COOLER 20A e 9 |M 110 ——— 20A |LIGHTS WORK ROOMS & OFFICE
REC. AT WORK ROOM 20A — n | 12 — 20A |LIGHTS HALL
CAMERA 20A — 13 [ 14 —_— 20A |LIGHTS PORCH
|EWH-1 20A 1650 15 [ ™[ 16 — 20A |rcc. ofFFicE
AUTOMATIC DOOR OPENER 20A 250 17 | 18 | ——- 20A |REC. WORK ROOMS
SPARE 20A _— 19 |™ ™1 20 —_— 20A |REC. DISPLAY AREA
SPARE 200 | ——- 21 | M2 | ——- 20A |NEW CHILLER/VISITOR AREA
SPARE 20A B 23 |7 N 24 - 304 |OUTSIPE UNIT
SPARE 20A _ 25 [M [ 26 -— _
SPARE 20A - 27 | [ 28 —_— 20A [spare
SPARE 200 | -——- 29 | MAN30 | ——- 20A [spare
SPARE 20A — 3N | [ 32 — 20A [sparE
SPARE 20A — 33 [ N 34| ——- 20A [sparE
SPARE 20A -— [ 3»H | ] 36 ——— | 20A [spare
SPARE 200 | —— 37 |M™ N 38 [ ——- 20A |sparE
SPARE 20A ——— 39 |M ™| 40 ——— 20A [sPARrE
SPARE 20A | --—- 4 | N 42 | ——— 20A |spArE
NOTES | SUB-TOTALS 'B'| ——- —— 2954  BUS _— ——— | SUB-TOTALS ‘A’
LY LOCKING BREAKER 2254 LUGS — ——— | SUB-TOTALS 'B’
“ EXISTING BREAKER/CIRCUIT TO REMAIN oospa  FEED . ——— | GRAND TOTAL TOTAL CONNECTED LOAD

NEW/REVISED BREAKER /GRCUIT VERFY SZE | —-A | —-A | AMPS/PHASE

Caswell E7

NEW PANEL- 'SP’

MAKE: _CUTLER HAMMER
TYPE: _PRL1A

RATING: 120/240 1 PHASE 3 WIRE
MOUNTING: _SURFACE

MLO MAIN CIRCUIT BREAKER
EQUIPMENT GROUND BUS ____IXIYES [LINO

OR APPROVED EQUAL | MINIMUM AIC: VERIFY SERVICE ENTRY RATED _____[YES KNO
LOAD CKT [_WATTS PER PHASE | CKT | NEUTRAL | CKT | _WATTS PER PHASE | CKT LOAD
SERVICE BRKR A B NO A B NO A B BRKR SERVICE
ERV—1 1919 1 M M) 2 4332 AHU-2
. 25A 1919 3 M N 4 4332 S0A .
HP-2 2148 5 |M N 6 1919 ERV-2
. A 2148 7 [ ' I 1919 25A .
SPARE 20A | --—- 9 M M0 [ ——- 20A [sPARE
SPARE 20A —_— 1n | 12 -— 20A [sPARE
SPARE 20A | ——- 13 [ 4| - 20A [spARre
SPACE - 15 | N[ 16 - SPACE
SPACE -_— 17 | 18 | ——- SPACE
SPACE - 19 | 20 ——= SPACE
SPACE — 2 | M 22 _— SPACE
SPACE _— 23 | M 24 —_— SPACE
SPACE —_— 25 M N 26 [ ——— SPACE
SPACE —_— 27 | | 28 —_— SPACE
SPACE e 29 | N30 - SPACE
NOTES ISuB-TOTALS 'B'| 4067 4067 100a  BUS 6251 6251 | SUB-TOTALS ‘A’
LUGS | 457 4571 | SUB-TOTALS ‘B’
| _100A
100A  FEED 10822 10822 | GRAND TOTAL TOTAL CONNECTED LOAD
VERFY SIZE 90A 90A | AMPS/PHASE
NEC ALLOWABLE DEMAND FACTORS DIVERSIFIED LOAD SUMMARY
DEMAND FACTORS PER NEC 220 LOAD TYPE ?,%?g;)@ A B TOTAL DIVERSIFIED LOAD
LARGEST OF: NEC TABLE 220.12 OR SENERAL LIGHTING O 125% — — —
CONNECTED LOAD TRACK LIGHTNG | 125% | ——= — —
(@ NEC TABLE 220.56 GENERAL USE STOKVA®IOOR |  ——— p— p—
RECEPTACLES > p— ppp —
@ NEC 220.51 MOTORS AND | Laroesr 95% 7685 2685 5370
(5) NEC 220.43A, 200 VA/LINEAR FT EQUIPMENT AL OTHERS 100% 8170 8170 16340
(6) NON—COINCIDENT LOADS, LARGEST WATER HEATERS 125% ——= - ——=
OF THE TWO LOADS IS COUNTED KITCHEN EQUIPMENT ®| 100% - ——— -
FIX. ELEC. SPACE HEAT. (| 100% p— p— p—
"SHOW WINDOW LIGHTS &) 125% p— p— p—
SIGN 125% p— p— p—
MISC 700% p—— e p—
PHASE (TOTAL VA)| 10855 10855 21710
Ia}‘s'- 91A 91A —OLLAMPS - = 1A Ia";g'-

Caswell E7 ’d MAKE: _CUTLER HAMMER | RATING:120/240 1 PHASE 3WRE | 30A MAIN CIRCUIT BREAKER
NEW PANEL- D TYPE: _PRL1g MOUNTING: .FLUSH— VERIFY EQUIPMENT GROUND BUS ___JX(YES LCINO
OR APPROVED EQUAL | MINIMUM AIC: VERIFY SERVICE ENTRY RATED ___ [YES MNO
LOAD CKT [_WATTS PER PHASE | CKT | NEUTRAL |[CKT | WATTS PER PHASE | CKT LOAD
SERVICE BRKR A B NO A B NO A B BRKR SERVICE
|ucHTs 20A 52 1 [ N2 1000 20A |REC— VENDING
SPARE -— [ 3 | 4 1000 REC— VENDING
SPARE -— 5 |M | 6 1000 REC— VENDING
SPACE -— 7 ™ | 8 1000 REC— VENDING
SPACE -— 9 | AN 10 [ —— SPARE
SPACE -— [ 11 ™ 12 — SPARE
NOTES [suB-ToTALS 'B'| 52 | ——— jooa BUS | 2000 | 2000 [SUB-TOTALS 'A'
1008 LUGS 52 o SUB-TOTALS B’
oo COVER won_ FEED | 2052 | 2000 | GRAND TOTAL | 0T\ CONNECTED LOAD
VERIFY SIZE 17A 17A AMPS /PHASE

(©

Sl £ ., |MAKE: SQUARE D [RATING: 1207240 _ 1 PHASE SWRE | MLO MAIN CIRCUIT BREAKER Cowatl ©7 s MAKE: SQUARE D [RATING:.120/240 _ 1 PHASE SWRE | MLO MAIN CIRCUIT BREAKER
EXISTING PANEL 'MDP" |ype: cw MOUNTING: _SURFACE EQUIPMENT GROUND BUS ___JX(YES CINO EXISTING PANEL ‘A TYPE: _NQQOD MOUNTING: _SURFACE EQUIPMENT GROUND BUS ___JX(YES [CINO
MINIMUM AIC: _VERIFY SERVICE ENTRY RATED _____[IYES IX(NO MINIMUM AIC: _VERIFY SERVICE ENTRY RATED ___ [COYES JX(NO
LOAD CKT [ WATTS PER PHASE | CKT | NEUTRAL | CKT | _WATTS PER PHASE | CKT LOAD LOAD CKT | _WATTS PER PHASE | CKT | NEUTRAL | CKT [ _WATTS PER PHASE | CKT LOAD
SERVICE BRKR| A B NO| A B |NO A B BRKR SERVICE SERVICE BRKR[ A B NO| A B |[NO A B BRKR SERVICE
PANEL A 30952 | 2 - SPARE INDOOR UNIT WITH STRIP - 1 M 2 - 20A [LTS: N.E. WOMANS & STORAGE
400A e 100A 60A
. 33287 | 3 4 — . . -— 3 | M4 - 20A |LTS: S.E. WOMANS & ATTIC
PANEL C 100A 380 5 |7 6 | —— 995A | SPARE WATER HEATER = 5 [ g | —— 20A [LTS: S.W. MENS & ATTIC
(UTLITY BLD) 200 7™ | 8 -— . ) -— [ 7 | [ 8 ——— | 20A |LTS: N.W. MENS & STORAGE
SPACE — L D10 ——- SPACE CONDENSING UNIT 50A ———= 9 [ A0 | —— 20A |INLINE FAN
SPACE -— (1| 12 — SPACE ) -— (" 12 ——— | 20A |woMANS TOILET SENSORS
SPACE — 13 |7 ] 14 — SPACE SPARE 20A - 13 | 14 - 20A [RECP: WOMENS
SPACE i— 15 | 16 — SPACE HAND DRYER, WOMENS 20A - 15 [ M 16 —_ 20A |HAND DRYER, WOMENS
SPACE -— 7 ™ 18] - SPACE RECP: WOMENS 200 | ——- 17 [ N 18 | ——- 20A [RECP: MENS & STORAGE
SPACE — 19 |7 7| 20 ——= SPACE HAND DRYER, MENS 20A - 19 | 20 — 20A |RECP: MENS
NOTES [ SUB-TOTALS 'B'[ 31312 | 33487 600A BUS | ——— ——— | SUB-TOTALS 'A’ HAND DRYER, MENS 200 | ——- 2 |7 22| ——- 20A |ELECTRIC WATER COOLER
gooa  LUGS | 31312 33487 | SUB-TOTALS ‘B’ (L)IFIRE ALARM CONTROL PANEL 20A _— 23 | 24 - 20A |MENS TOILET SENSORS
sooa FEED | 31312 | 33487 | GRAND TOTAL TOTAL CONNECTED LOAD LTS: HALL 200 | ——- 25 |M N 26 [ - 20A [INLINE FAN
VERFY SIZE 261A 279A | AMPS/PHASE SPARE 20A -— | 27 M M| 28 === | 30 |LTS: SITE
NEC ALLOWABLE DEMAND FACTORS DIVERSIFIED LOAD SUMMARY SPARE 20A | --—- ? : : ;g — :
LTS: HALL 20A —— —— LTS: POST TOP
DEMAND FACTORS PER NEC 220 LOAD TYPE lei’é?g;)@ A B TOTAL DIVERSIFIED LOAD LlLTs: EmERGENCY & EXIT 200 | ——- 33 [N N 3| —— 0A |
LARGEST OF: NEC TABLE 220.12 OR
CONNECTED LOAD —%xgﬁ’“bc'ﬁm"e @ }gg; 8784 8338 17122 LIGHTING CONTROLS 20A -— [ 3 [ [ 3 === | gop [T STE
(3® NEC TABLE 220.56 GENERAL USE <10kvA®I00R| 1440 720 2160 VENDING SHELTER PANEL ‘D’ 30A === 37 [N M) 38| ——- :
RECEPTACLES N p— p— pp— ___ ___ )
@ NEC 220.51 MOTORS AND | Larcest 5% | 2685 2685 5370 : 9 |~ | 40 304 |- SITE
() NEC 220.43A, 200 VA/LINEAR FT EQUIPMENT ALL OTHERS 100% 14650 14650 29300 RECP: FOUNTAIN 200 | ——- 4 [ [N 42 | ——— .
NON—COINCIDENT LOADS, LARGEST WATER HEATERS 125% 2813 2813 5626 _ n’ o o o o _ N
@ OF THE TWO LOADS IS COUNTED W 100% p— p— — NOTES ISUB TOTAI.S B _mA_ BUS SUB TOTAI.S ’A’
"FIX. ELEC. SPACE HEAT. @] 100% —— p— e 400 LUGS | ——— ——— | SUB-TOTALS B | 1o7AL CONNECTED LOAD
WW; }ggg ——= —= — (L)|LOCKING BREAKER 400A  FEED - ——— | GRAND TOTAL
MISC 100% 4661 6545 11206 VERIFY  SIZE ——A ——A | AMPS/PHASE
PHASE (TOTAL VA)| 35033 35751 70784
AR | 2924 298A —OLTAMPS - = 205n o0&
Caswell £7 I MAKE: SQUARE D JRATING:.120/240 1 PHASE 3WRE | MLO MAIN CIRCUIT BREAKER
REVISED PANEL A TYPE: _NQOD MOUNTING: _SURFACE EQUIPMENT GROUND BUS ___JXYES CINO
MINIMUM AIC: VERIFY SERVICE ENTRY RATED ____ [YES IZ(NO
LOAD CKT | WATTS PER PHASE | CKT | NEUTRAL | CKT | WATTS PER PHASE | CKT LOAD
SERVICE BRKR A B NO A B NO A B BRKR SERVICE
AHU-1 504 4332 1 | N[ 2 209 20A |LTS: MEN, WOMEN, & FAMILY
. 4332 3 ™ N4 326 20A |LTS: LOBBY
lewni-2 308 [—22%0 5 [ N6 256 20A |LTS: ELEC & STORAGE
. 2250 7 | ] 8 144 20A |LTS: MEN & WOMEN
[Hp-1 354 2148 9 [M M 10 360 20A |RECP: EXTERIOR & ATTIC
. 2148 11 | 12 180 20A |WOMANS TOILET SENSORS
SPARE 20A | -—- 13 |7 14 720 20A |RECP: STORAGE
|HAND DRYER, WOMENS 20A 1920 15 | M 16 1920 20A |HAND DRYER, WOMENS
|RecP: sTORAGE & ATNIC 20A 180 17 | 118 250 20A |AUTOMATIC DOOR OPENER(S)
— [HAND DRYER, MENS 20A 1920 |19 [ 4] 20 720 | 20A [RECP: STORAGE
E U | P M EN T Wl Rl N G SCH ED U I_E II'IAND DRYER, MENS 20A 1920 27 | N 22 888 20A |ELECTRIC WATER COOLER
Q (L)|sPARE 20A — 23 | M) 24 180 20A [MENS TOILET SENSORS
(CP) CIRCULATING PUMP 20A | 500 25 [N N 26 | 720 20A |rRec
EQUIPMENT MCA | MOCP | VOLTS | PH | WIRE SIZE [PANEL *SP* 100A tosz2 | 27 | Ty 28 1900 | 3gp |1 9T
10822 29 | 130 1500
AHU-1 44.7A 50A 208V 1 |2-#8, 1-#10 GND IN 3/4” CONDUIT SPARE 20A — TR ~ 3 1500 o roor Tom
ERV—1 185A | 25A 208V | 1 |2-#10, 1—#10 GND IN 1/2" CONDUIT wlurs: exterior 20A | 728 33 | ~I 34 | 1500 30A |
HP-1 22.1A 35A 208V 1 2—-#8, 1-#10 GND IN 3/4” CONDUIT LIGHTING CONTROLS 20A 50 35 | |36 1500 30A LTS: SITE
AHU-2 447A | 50A 208V | 1 [2-#8, 1-#10 GND IN 3/4” CONDUIT VENDING SHELTER PANEL ‘D’ 30A 122 57 |7 ] 38 | 1500 .
ERV-2 18.5A 25A 208V 1 |2-#10, 1-#10 GND IN 1/2" CONDUIT 125 9 1 | 40 1900 | 3gp [F1° OITE
HP—2 22.1A 35A 208V 1 |2 1—#10 GND IN 3/4" CONDUIT — 200 150 & 2| 42 | 1500 -
: 1. 14 i NOTES | SUB-TOTALS 'B'| 22685 | 23817 s00a BUS | 8433 | o470 |SUB-TOTALS ‘A
EWH—2 (4.5kw) | 30A 208V 1 |2-#10, 1—#10 GND IN 1/2" CONDUIT o LOCKING BREAKER LUGS | 22510 23817 | SUB=TOTALS ‘B TOTAL CONNECTED LOAD
NOTE: @ gg%Ta%E%'égKER JCIRCUIT TO REMAIN aopn FEED | 30952 | 33287 | GRAND TOTAL
THE ELECTRICAL CONTRACTOR SHALL VERIFY ALL EQUIPMENT ELECTRICAL REQUIREMENTS ‘ REVISED A
PRIOR TO ROUGH—IN AND RELEASING GEAR. ADJUST BREAKER, WIRE SIZES, ETC. AS REQUIRED. NEW/REVSED BREAKERZCIRCUIT MERFY,  SIZE 2582 277A__| AMPS /PHASE
NEC ALLOWABLE DEMAND FACTORS DIVERSIFIED LOAD SUMMARY
DEMAND FACTORS PER NEC 220 LOAD TYPE 2%?33@ A B TOTAL DIVERSIFIED LOAD
LARGEST OF: NEC TABLE 220.12 OR GENERAL LIGHTING @ 125% 8784 8088 16872
CONNECTED LOAD TRACK_LIGHTING 125% ——= ——= ——
(3 NEC TABLE 220.56 GENERAL USE <1OKVAGIOOX| 1080 720 7800
RECEPTACLES N p— p— p—
@ NEC 220.51 MOTORS AND | Laroest 95% 7685 2685 5370
(5) NEC 220.43A, 200 VA/LINEAR FT EQUIPMENT AL OTHERS 100% 14650 14650 29300
@ NON—COINCIDENT LOADS, LARGEST WATER HEATERS 125% 2813 2813 5626
OF THE TWO LOADS IS COUNTED KITCHEN EQUIPMENT 233 100% —_—— —_—— —_——
[FIX. ELEC. SPACE HEAT. @] 100% pp— g —=
SHOW WINDOW LIGHTS _ ®| 125% ——= ——= p—
SIGN 125% ——= ——= p—
MISC 100% 7661 5545 11206
PHASE (TOTAL VA)| 34673 35501 70174
AUFA- | 289A 296A OLTAMPS . = 2024 JOTA
3—#3, 1—#8 GND IN 1 1/4” CONDUIT
—
REST AREA / VISITOR CENTER UTILITY BLD VENDING BLD
SITE LIGHTING
SERVICE #2 // _
SERVICE #1 VISITOR
REST AREA CENTER Z oy o
METER METER BREAKER
cT PANEL | | PANEL PANEL PANEL PANEL PANEL D’
O CABINET Q o\ || "mpP" ngpn np nen upn NEW
400 AMP 600 AMP 100 AMP 225 AMP 100 AMP 100 AMP
120/240v| |120/240v 120/240V 120/240V 120/240V 120/240v
SERVICE 1 PHASE 1 PHASE 1 PHASE 1 PHASE 1 PHASE 1 PHASE
TRANSFORMER - |
L
[ ]
NOTE:
PROPERLY LABEL BOTH SERVICES AT
METER AND MAIN OVERCURRENT DEVICE NOTE:
AS TO PURPOSE AND SERVICE NUMBER -_— THE ELECTRICAL SERVICE IS EXISTING AND SHOWN FOR REFERENCE ONLY.
AS NOTED ABOVE. LABEL PER SPECIFICATIONS. | ~ NO NEW WORK IS REQUIRED.

VERIFY AVAILABLE FAULT CURRENT AT SERVICE LOCATION WITH LOCAL POWER
COMPANY. PROVIDE INFORMATION TO ENGINEER TO CALCULATE MINIMUM PANEL
AIC RATING.
EC SHALL PROVIDE LABELING INDICATING FAULT CURRENT

AT SERVICE ENTRY AND ON ALL PANELS PRIOR TO ENERGIZING.

( ) ELECTRICAL SERVICE RISER
SCALE: NOT TO SCALE
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GROUND BUSHING ON METALLIC ]
d e
-;(;(“)éw' GROUND TO SERVICCEOI?'QILLTI"}\AEN‘I' ENCLOSURE 3305‘1 09 Durham Drlve
PER N-E.C 250.66 Raleigh, North Carolina 27603
EXO THERMIC WELD 919.779.9797 fax: 919.779.0826
BUILDING STRUGTURE www.weeksturner.com

WATER VALVE
—%TPW Y SIDE
JUMPER GROUND CLAMP

ENGINEER

SURIKE DESIGN GROUR, Pa
CONSULTING ENGINEERS

"REVISTONS: W] | oo e FROISCT ﬁgﬁz D 3305-109 Durham Drive
cwn Tt st s o s Raleigh, North Carolina 27603

SERVICE EQUIPMENT GROUNDING DETAIL

919.771.1916 fax: 919.779.0826
email: benburke@nc.rr.com

Corp. License # C-2652

000000g,
o 0y,
S ectRo %,
§O o°(£$$‘/o°o4' %
§3e8  HT e
g F3E
2 3 2208 9o 8
T).GROUNDING / BONDING DETAIL 2006 oSS
SCALE. NOT TO SCALE %o%;%‘i'y}&(;qi‘ $
25 MIN ¢ B0
0000,”%“““@“
DocuSigned by:
Pun Pute
C93761FB80F34D5...
11/5/2016
NOTE:
DOOR OPERATORS, PUSH BUTTONS AND CONTROLLERS
BY OTHERS. THE ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR
g:llE_YPOWER SUPPLY, JUNCTION BOXES AND CONDUIT SYSTEM
NOTE:
RUN ALL CONDUIT CONCEALED (SEE PLAN)
WHERE POSSIBLE. CONTACT —©/V
ARCH/ENGINEER FOR APPROVAL
FOR SURFACE RACEWAYS.
<H>—1/2" conpurT STATE ID# 16—16107—01A
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| | | |
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EXISTING HANDICAP
PARKING & RAMPS

(INCLUDES HANDICAP)

44 CAR PARKING SPACES }%)

>

GENERAL NOTES:
Existing Sidewa_lk and
W=y I U 1) SITE/VISITOR CENTER
o New Patio Area with Conc. TO REMAIN OPEN DURING
Eorder and Multi-color B ona CONSTRUCT|ON
avers (cross-slope not '
New Patio Area with Conc. - e>§ceed ecc Pave (Sar?cehnocrgedsi
Border and Multi-color de 2) CONTRACTOR SHALL COORDINATE
Pavers (see paver details) Eglql%\ées oéilcfonc. pad, STAG|NG & STORAGE AREAS
’ WITH NCDOT ROADSIDE ENG.
—— LANT MATERIAL ONSITE AND 3) CONTRACTOR IS RESPONSIBLE
- e " WIEE RS FOR THE SAFETY AND SECURITY OF
r ‘1 | ALL PROPERTY AND MATERIALS.
Standalone
Bichored) m 4) ANY VEGETATION DAMAGED
. R -] - DURING CONSTRUCTION SHALL

BE REPLACED INKIND.

(slope not to exceed 3%).

Align Sidewalk to
Preserve Tree

!

5) CHECK WITH NCDOT ENGINEER
ON EXTENT OF CONC. REMOVAL
OUTSIDE BUILDING.

-
|

e

E@
EIE]E;
)
=

———— ! =
Remove old conc. pad,
benches, etc. |

Standalone
5' Bench
New Patio Area with Conc. (anchored)

Border and Multi-color
Pavers (see paver details)
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i MATCH TO EXISTING i
i SIDEWALK _\ i
i y 4 |
i \ CONTROL JT. (TYP) i
| REPLICATES ADJOINING |
| PAVER SQUARE LAYOUT .
i (SEE SD-03) PAVER SQUARES 5/ PARK BENCH |
| (ANCHORED) ;
i PROTECT/PRESERVE TREE i
i R 4" i
| OUTLINE OF OLD CONC. |
L — PAD (DEMO) |
; COVERED WALKWAY ;
i - |7I — 5 I i
| i s == |
| CONTROL JT.(TYP) ~7155 |
ADIUS’ 4’ UNLESS } i
| 5 PARK BENCH OTHERWISE NOTED |
i (ANCHORED) VISITOR CTR. i
| 5’ WIDE 4" CONC. SIDEWALK | / ;
| COLLECT, STACK & STORE EXISTING / |
i STEPPING STONES PER NCDOT PAVER SQUARE LAYOUT COVERED WALKWAY |
| ENGINEER’S INSTRUCTION (LOCATED || (SEE SD-03) B |
| _~ VENDING PATIO & PAVERS WHERE SIDEWALK IS PROPOSED) M 5
| \Sb2/ NOT TO SCALE | L i i i |
; CONNECTING SIDEWALK |
| & — ﬁ REST ROOM BLDG. i
i PAVER SQUARE LAYOUT 2\ FRONT ENTRANCE PATIO & PAVERS i
i (SEE SD-03) \SDY/ NOT TO SCALE |
; REST ROOM BLDG. |
| E— . N\ T . — ;
; ¥ [o=r R CONC. SIDEWALK i
: = |
o sl ||[@NE)@m|| [HH 5 PARK BENCH — i
: CONTROL JT. (TYP)9" CONC. EDGE 1 IENGIIE (ANCHORED) :
| g I Bl B CONTROL JT. (TYP) PROTECT AND PRESERVE ALL i
| T - : PLANT MATERIAL ONSITE AND |
| ; \ SURROUNDING THE BLDG. |
i / B e OUTLINE OF OLD CONC. i
: PAD ( ) |
: CONC. D (DEMO :
| SIDEWALK |
MATCH TO EXISTING
i SIDEWALK |
; 5 REAR ENTRANCE PATIO & PAVERS
| \Sby/ NOT TO SCALE |
i . . , o NN § TIP. # i
I - Landsca _e“ e N rel. design date : . I
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! Iz 237 B 2| checked by & date : : ; U !
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14" DOWEL W/ EXP CAP
OR SLEEVE; 16" O.C.
SAND SWEPT JOINTS —
CONCRETE PAVERS, 1" BEDDING SAND
2 3/8" THICK
' NEW CONC SIDEWALK DA‘ EXISTING CONC SIDEWALK SORDER FLUSH W/ PAVERS COMPACTED AGOREGATE
s — ==X e |
, o o A o A R A
e ) () ONJOLS O ."13 OO O N IC:%Eé)F'{I%XTILE
/O/(%\S/%/Og%}m? RO ‘-. \
N N N N N R NN AN AN AN
— [ [ 1
|
| | u
-2  JOINING NEW CONC. TO EXISTING €G PAVER INSTALLATION DETAIL oL
SD3
D3 FOR ALL LOCATIONS WHERE EXISTING NOT TO SCALE NOT TO SCALE T ]
SIDEWALK ADJOINS NEW CONC. CONSULT
DOT ENGINEER FOR APPROPRIATE ONE BLOCK
APPROVED APPLICATION. 4" X 8" PAVERS
9 DIFFERENT COLORS
PAVERS TO MATCH GRADE AT (EACH BLOCK A DIFFERENT COLOR)
ADJACENT PAVEMENT
(NN
OUTER BORDER IS A RUNNING I /| | [ 1 (QD
BOND WITH COLOR OF BRICK || [ /] | | 1 m
(OF THE 9) WITH CLOSEST MATCH | | | N I | :
TO THE COLOR OF BRICK ON THE | | L O
BUILDING; 4" x 4" CORNER BRICK [ [ LB ] [ Z
ARE DARKEST BRICK OF NINE USED B | | | [ [ —1 19
(CAN NOT BE SAME AS RUNNING ] B | ] ] O
BOND EDGE). | | | | | | [ |
[ 1 | 1 1
9" CONC. BORDER — | — | | | —
6" DEPTH; EXPANSION — — — |
STS. EVERY 30) H H | HHH — D—\
GENERAL NOTES: || | L] — L L
saw cut jt [ [ [ [ [
A TN 1) SIDEWALK AS SPECIFIED BY SITE/HARDSCAPE PLANS. | | | | | SEE OLD SERIES PAVERS OEFERED
\. , // \ | BY PINE HALL BRICK AS AN EXAMPLE
\\tél—/ \\ 118 WIDE SAWCUT CONTROL JT;_ 2) CONCRETE/ PAVER AREA AS SHOWN WITH 9" CAST IN PLACE Bl || \ OF COLOR VARIATIONS .
SPEC. CONCRETE BORDER UNLESS OTHERWISE SPECIFIED . PAVERS | |
TO BE A BLEND, COLOR, AND SIZE AS SPECIFIED. ] —
ASREQUIRED e 3) STANDARD 4" THICK CONCRETE SIDEWALK; CONTROL

JOINT EVERY 5' (OR AS NOTED) AND EXPANSION JOINT EVERY 30'.

6" AGGREGATE BASE

4) ALL HARDSCAPE SURFACES SHALL BE GRADED PROPERLY TO
DRAIN TO DESIGNATED LANDSCAPE AREAS OR DROP INLETS.

COMPACTED SUBGRADE

m\ PAVER PATTERN DETAIL

SD3

NOT TO SCALE

N CONCRETE SIDEWALK - CONTROL JOINT
\SD3/ NOT TO SCALE

WHERE CONC. SIDEWALK OR
PAVERS COME TO A POINT,
END IS 9" OR A FULL WIDTH
- OF PAVER.
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